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Purpose of this Manual

A biodigester is a structure constructed under the ground, made up with cement, brick/stone,
sand and fitted with pipes & appliances to decompose organic material and produce biogas - to
supplement conventional fuel sources; and bioslurry - to apply as organic manure in the farms.
By feeding the recommended amount of cattle dung and water every day in the digester, clean
gas is produced. This fuel is used mainly for cooking and lighting purposes whereas the
digested slurry is used in vegetable gardens and agricultural fields.

Different governmental and non-governmental organisations have been supporting the
promotion and extension of biodigester technology in Pakistan. More recently, The Government
of Punjab has realized that bigger size biodigesters are required to meet increasing demand in
the present context of energy crisis, especially in private cattle farms to use biogas for running
irrigation pumps. The task of capacity building of local artisans and technicians has been given
to Punjab Skill Development Fund (PSDF).

Considering that the standardization of biodigesters is still lacking in the country, TVET Reform
Support Program envisaged an initiative with a view of standardizing biodigesters of various
capacities. The first step towards this was the formulation of competency standards for (i)
biogas technicians (ii) biogas technical supervisors and (iii) biodigester trainers both on fixed
dome and floating drum designs of biodigesters. After the approval of competency standards,
curriculum for respective trade was prepared and endorsed by National Vocational and
Technical Training Commission (NAVTTC). In this context, this manual is prepared as a
reference document for technical supervisors and the trainers to facilitate the dissemination of
floating drum design of biodigester in the field. It is understood that in the process of building
local technical skills, Punjab Skill Development Fund (PSDF) is targeting a training programme
for the construction companies that can initiate the process and provide services for the
installation of such technology in the country.

The success or failure of any biodigester depends mainly upon the appropriateness of the
design, suitability of site for construction and quality of construction works including quality of
construction materials and workmanship involved during construction, and effectiveness of
operation and maintenance activities. This document highlights basics of biogas generation, the
methods for selecting appropriate size and site for construction; steps of construction works; as
well as operation and maintenance of biodigesters in Pakistan. This manual is prepared to
assist concerned company personal, especially the technical supervisors, to successfully carry
out their anticipated roles in effectively promoting and disseminating biodigester technology,
constructing quality biodigesters and ensuring effective operation. It is expected that this
manual will strength capacity of biodigester supervisors and trainers in executing their
anticipated tasks. This manual covers reading materials related to the following nine
competency standards for the training course designed for the technical supervisors to
supervise the construction of floating drum biodigesters:

a. Standard-1: Describe basic concepts of biogas production and benefits of biodigester
technology

b. Standard 2: Describe basic concept of designing a floating drum biodigesters and perform
cost and quantity estimation

c. Standard 3: Read and interpret drawings of floating drum biodigesters

d. Standard 4: Select suitable type and appropriate size of floating drum biodigester
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e. Standard 5: Select construction materials and construction site

f. Standard 6: Supervise the construction of civil structural components of a floating drum
biodigester

g. Standard 7: Supervise the installation of pipeline, appliances and electro-mechanical
components

h. Standard 8: Ensure effective operation and timely maintenance of the installed biodigesters

i. Standard 9: Perform technology promotion and quality assurance tasks

This manual should be used in conjunction with the curricula approved by National Vocational
and Technical Training Commission (NAVTTC) for biodigester technical supervisors to
supervise the construction of floating drum biodigesters in Pakistan.
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A. Course Introduction

Al. Name of course

The title of the courseis 6 Tr ai ni ng of Bi odigester Techni
Construction of Floating Drum Biodigester for Runni ng P uThe foliowing are the
competency standards for this course:

a. Standard-1: Describe basic concepts of biogas production and benefits of biodigester
technology

b. Standard 2: Describe basic concept of designing a floating drum biodigesters and perform
cost and quantity estimation

Standard 3: Read and interpret drawings of floating drum biodigesters
Standard 4: Select suitable type and appropriate size of floating drum biodigester
Standard 5: Select construction materials and construction site

~ o 20

Standard 6: Supervise the construction of civil structural components of a floating drum
biodigester

g. Standard 7: Supervise the installation of pipeline, appliances and electro-mechanical
components

h. Standard 8: Ensure effective operation and timely maintenance of the installed Biodigesters
i. Standard 9: Perform technology promotion and quality assurance tasks

A2. Overall objective of course

The main objective of the course is to enhance the knowledge and develop the skills of would-
be technical supervisors (i) to construct and supervise the construction of quality biodigesters
and (ii) to ensure continued operation of the installed facility, so that the users are benefitted for
long run. This course is expected to be useful for the participants to gain employment as
biodigester technical supervisors as specified by TEVTA and National Vocational and Technical
Training Commission. The focus of the course is on construction, supervision, quality control
and after-sale-services of biodigesters to be installed in farms to run tube-well pumps for
irrigation. The following are specific objectives of the course:

1 To familiarize the participants on biogas technology, in general, and floating drum
biodigesters, in particular.

1 To acquaint the participants on technological aspects of floating drum biodigester, its
components and working principle.

1 To build skills and enhance knowledge of the participants on construction of structural
components of floating drum biodigester.

1 To build skills and enhance knowledge of the participants on installing biogas-filtration
devices, and end-appliances (pumps, generators, stoves, lamps etc.).

9 To build skills and improve the knowledge of the participants on supervision of construction
of structural components and, fabrication and installation of electro-mechanical components
of floating drum biodigester.

i To capacitate the participants in delivering quality services related to operation and
maintenance, quality assurance, diversificationofend-u s e appl i cati ons,

cal

and
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1 To capacitate the participants to carry out effective quality control tasks and manage data
and information collected from the field.

A3. Competencies gained after completion of course

The learning outcomes describes what participants should know, be able to do, and value by
the end of this training program. Within this curriculum, four general dimensions of learning
outcomes are commonly identified:

(a) Knowledge outcomes, pertaining to grasp of fundamental cognitive content, core concepts
or questions, basic principles of inquiry, a broad history, and/or varied disciplinary techniques.
(b) Skills outcomes, focussing on capacity for applying basic knowledge, analysing and
synthesizing information, assessing the value of information, communicating effectively, and
collaborating. (c) Attitudes and values outcomes, encompassing affective states,
personal/professional/social values, and ethical principles. (d) Behavioural outcomes, reflecting
a manifestation of knowledge, skills, and attitudes as evidenced by performance, contributions,
etc.

This curriculum envisages to equip the participants with required knowledge and underpinning
skills in all duties and tasks of different modules formulated for biodigester technical supervisors
to supervise the construction and ensure effective operation and maintenance of floating drum
biodigesters. After the completion of the training course, the participants will be able to:

a. explain the basics of biogas generation

know the micro-biological activities inside the digester, ideal conditions for gas
production and potential inhibiting factors

know the basics of designing of floating drum biodigesters

calculate cost and quantity estimation of floating drum biodigesters

read and interpret drawings of floating drum biodigesters,

supervise the construction works of floating drum biodigester as per set quality
standards,

plan and conduct quality control visits and ensure fata and information management
instruct users for effective operation and timely repair and maintenance,

advice users for optimal utilization of the products of biodigesters - biogas and bioslurry.
promote and extend biodigester technology in the country

=

~® a0

T a

The following are the specific outputs expected from the training:
1 The participants will acquire detailed knowledge on biogas technology, micro-biological
activities inside the digester, ideal conditions for biogas generation and inhibition factors

1 The participants will be familiar with the importance and use of biodigester-products (biogas
and bioslurry)

1 The participants will know the basic concept of designing a floating drum biodigesters and
carry out cost and quality estimations

1 The participants will have hands-on knowledge and skills on:
0 Reading drawings of biodigesters
0 Selection of biodigester-size, construction sites and construction materials
o Plant lay-out, digging of pits and construction of foundation
o0 Construction of digester
0 Fabrication and installation MS steel drum for gas storage

7



Construction of Inlet and Outlet chambers

Laying of pipelines and installation filtration system

Fitting of end-use-applications (stove, lamps, pumps and generators)

Construction of slurry pits and importance of composting

Routine operation and maintenance activities

Quiality standards on biodigester construction, operation and maintenance

1 The participants will be able to supervise the construction process and provide effective
coaching and mentoring to biogas technicians in the field

O O O O o o

1 The participants will know the principle of quality assurance, quality control mechanism and
plan quality control visits

1 The participants will know and realize the roles and responsibilities of supervisor and local
technicians to install biodigester.

1 The participants will be able to orient/train users for ensure effective operation and routine
maintenance activities.

1 The participants will know the methods of promoting biodigester technology in the country.

A4. Introduction of Modules

Module 1: Describe basics of biogas generation including micro-biological activities inside
the biodigester and installation of biodigesters

Module 2: Supervise the construction of civil structures of a floating drum biodigester

Module 3: Supervise the fabrication/manufacturing of filter systems and installing of
pipeline, appliances and electro-mechanical components

Module 4: Ensure effective operation and timely maintenance of a floating drum
biodigesters

A5. Course Duration

The total duration of the training would be 264 hours divided into:
1 Theoretical Sessions: 100 hours

9 Practical Sessions: 164 hours

9 Total Duration: 264 hours (33 days)

Session details have been given in Annex-3.

A6. Timeframe of assessment

The assessment of the trainees/participants need to be carried out during the entire process of
the training sessions and, at the end of the training sessions using appropriate assessment
methods such as oral questions, observation of on-the-job involvement, simulations, and case
studies to collect factual evidences. Methodology for assessments should be designed and
used to make sure that the participants are assessed properly and relevantly. A standard
checklist should be developed to facilitate the assessment process. Collection of evidence is
important to assess the learning outcomes. Evidences should: (a) cover core knowledge and
skills that are developed throughout the prograr
student performance, (c) provide information on multiple dimensions of student performance.
Good evidence is also relevant, verifiable, representative or typical, cumulative, actionable, and
reflectively analyzed. The guideline for formative assessment of the learning for each module
has been described in the respective module details.



Module-01: Microbiological Process and Biogas
Production



Introduction

a.

e.

Title: Describe basics of biogas generation including micro-biological activities inside the
biodigester and installation of biodigesters

Aim: The aim of this module is to make trainees familiar with the process of biogas
generation, micro-biological activities inside the biodigester, ideal conditions for biogas
generation, inhibition factors, basics of designing a floating drum biodigester, cost and
guality estimation, importance of biogas, and pre-requisites for installation of a floating drum
biodigester.

Duration: 48 hours; Theory - 40 hours; Practice - 8 hours

Competency Standards
The following five competency standards are covered under the framework of this module:

1. Standard-1: Describe basic concepts of biogas production and benefits of biodigester
technology

2. Standard 2: Describe basic concept of designing a floating drum biodigesters and

perform cost and quantity estimation

Standard 3: Read and interpret drawings of floating drum biodigesters

Standard 4: Select suitable type and appropriate size of floating drum biodigester

5. Standard 5: Select construction materials and construction site

Hw

Learning Outcomes

After completion of this module the trainees will be able to:

S A

16.
17.
18.
19.

. Demonstrate ability to read basic drawings

. Demonstrate ability of interpret drawing of floating drum biodigesters

. Read and interpret drawings of appliances, mixer, pipes and fittings and filter systems
. Select suitable type of biodigester

. Select suitable size of biodigester

. Name different types of construction materials needed for constructing a floating drum

Explain prerequisites for biogas generation

Explain basic concept of micro-biological activities inside the biodigester

Describe types and functioning/ working of biodigesters

Describe benefits of biodigesters and importance of the technology in Pakistan
Describe basic criteria for designing a floating drum biodigesters

Interpret the relation between HRT, quantity of feeding materials and required size of
biodigester

Carry out quantity estimation of different sizes of floating drum biodigester

Carry out cost estimation of different sizes of floating drum biodigester

Describe the basic concepts of a drawing of an object

biodigester

Appraise quality standards of construction materials

Explain criteria for selection of construction site

Explain steps (sequences) of construction of a floating drum biodigester
Promote biodigester technology in Pakistan

10



f.

Formative / sessional assessment at the end of Module-1

The following assessment methods should be used to gather evidence and a means of
collecting evidence for this particular module.

1

direct observation, for example:

o reading and interpretation of drawings

o work activities in a simulated workplace environment for selecting sites and
construction materials

structured activities, for example:

0 simulation exercises/role-plays for selecting biodigester sites

guestioning, for example:

written questions, e.g. on a computer

interviews

self-assessment

verbal questioning

gquestionnaires

oral or written examinations

portfolios, for example:

0 collections of work samples compiled by the candidate

0 product with supporting documentation

o historical evidence

(o]

(o]

A O O O O O

journal/log book
information about life experience
third party feedback, for example:
0 testimonials/reports from employers/supervisors
0 evidence of training
0 authenticated prior achievements
0 interview with employer, supervisor, peer

The following assessment instruments - the documented questions/assessment activities
developed to support the selected assessment method/s used to collect the evidence of
candidate competence could therefore be used:

= =4 -4 A8 -8 —a 8 -2 9

oral and written questions
observation/demonstration checklists
candidate self-assessment guides
recognition portfolios

workplace portfolios

simulation activities

definition of relevant workplace documents
evidence/observation checklists

checklists for the evaluation of work samples

The following table summarises learning units for this module and formative assessment
guidelines:

11



LEARNING UNIT

FORMATIVE ASSESSMENT

SCHEDULED
DATES

10.
11.

12.

13.

14.

15.

16.

17.

18.

19.

Prerequisites for biogas generation
Basic concept of micro-biological
activities inside the biodigester
Types and functioning/ working of
biodigesters

Benefits of biodigesters and
importance of the technology in
Pakistan

Basic criteria for designing a floating
drum biodigesters

Relation between HRT, quantity of
feeding materials and required size
of biodigester

Quantity estimation of different
sizes of floating drum biodigester
Cost estimation of different sizes of
floating biodigester

Basic concepts of a drawing of an
object

Reading of basic drawings
Interpreting drawing of floating drum
biodigesters

Reading and interpreting drawings
of templates, appliances, pipes and
fittings and filter systems

Selection of suitable type of
biodigester

Selection of suitable size of
biodigester

Types of construction materials
needed for constructing a floating
drum biodigester

Quiality standards of construction
materials

Criteria for selection of construction
site

Steps (sequences) of construction
of a floating drum biodigester
Biodigester Technology Promotion
in Pakistan

Explain different types of
inputs (feeding materials) for
biodigesters and their merits
and demerits.

Explain ideal conditions for
biogas generation and
potential inhibiting factors.
How does a floating drum
biodigester functions?
Explain major benefits of
biogas technology in
Pakistan?

What factors need to be
considered while designing a
floating drum biodigester?
What happens if the HRT is
more or less?
Describe the

0 s e ¢ in a drawihg?
What are the major factors
that need to be considered
while selecting type and size
of biodigester?

What are the factors to be
considered while selecting
site for construction of a
biodigester?

What are the major
challenges to promote
biodigester technology in
Pakistan?

t
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Outline of Learning Units for Module-1

Learning Units 1 and 2

Unit-1: Prerequisites for biogas generation
Unit-2: Basic concept of micro-biological activities inside the biodigester

Topic-1: Production and Characteristics of Biogas

Biogas technology is a modern, environment-friendly and decentralized form of appropriate
technology based on the decomposition of organic materials by putrefactive bacteria at suitable
and stable temperatures. A combustible mixture of methane and carbon dioxide, commonly
referred to as biogas, produces as a result of anaerobic digestion of organic wastes in the
digester - the heart of any biodigesters. This anaerobic process of biogas production leaves
behind nutrient rich bioslurry to be used as potent organic fertilizer. Diagram below shows the
Anaerobic Digestion Process.
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Biogas originates from bacteria in the process of bio-degradation of organic material under
anaerobic (without air) conditions. The natural generation of biogas is an important part of the
biochemical carbon cycle. Methanogens (bacteria producing methane) are the last link in a
chain of micro-organisms, which degrade organic compounds and return metabolites to the
biosphere cycle. In this process biogas is generated. Biogas is a mixture of gasses, composed
chiefly of:

1 methane (CH,) 50-70 vol.%

1 carbon dioxide (CO,) 30-50 vol.%

1 hydrogen (H,) 0-1vol.%

1 hydrogen sulphide (H,S) 0-3 vol.% O=C=0

The mainly component in biogas is Methane (CH,) and it occupies the highest ratio of mixed
gas. It also occupies about 90% of the natural gas. Methane is a gas without colour and odour,
lighter than air and dissolves in water a little. In atmospheric pressure, Methane can be liquefied
at temperature of minus 161.5°C. Its liquidification process consumes a lot of energy. Therefore
both methane and natural gas are not economically viable for liquidification. The main
components of liquidified petroleum gas is propane (CsHg) and Butane (C4H0), which can be
liquefied at -42.1°C and -0.5°C corresponding, in atmospheric pressure. When burning, biogas
flame is blue. Biogas combustion can be shown as the following equation: CH, + 20, = CO, +
2H,0 + 882 kJ.

Heating value (the number of kJ liberated by the complete combustion of one cubic meter of
fuel) of methane is 35906 kJ/m? or 8576 kcal/m®. The heat value of biogas consisting of 60% of
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methane and 40% of CO, is: 8576 kcal/m® x 0.6 = 5146 kcal/m®. The calorific value of biogas is
about 6 kWh/m?® (22MJ/m®). This corresponds to about 5.5 kg of firewood. The net calorific value
depends mainly on the percentage of methane and efficiency of the burner or other appliances.
Methane is the valuable component under the aspect of using biogas as a fuel. The
characteristic properties of biogas depend on the pressure and the temperature that prevail
during its generation. They are also affected by the moisture content of the substrate to be
digested. The specific gravity of biogas, in which its composition is 60% of methane and 40% of
CO,is 0.93. Therefore, biogas is lighter than air. Biogas with 60% of methane and 40% of CO,
has density of 1.2196 kg/m°. The weight of biogas at NTP (20 deg C, 1 Atm) is 1.137 kg/cum
and at STP (0 deg C, 1 Atm) is 1.221 kg/cum.

Hydrogen sulphide and carbon dioxide in the biogas combine with condensed water and form
corrosive acid, which corrodes the metal parts of biogas appliances. Therefore, in industrial
purposes the hydrogen sulphide and carbon dioxide content must be removed.

Topic-2: Digestion Process

Digestion refers to various reactions and interactions that take place among the methanogens,
non-methanogens and substrates fed into the digester. This is a complex bio-chemical process
involving different factors and stages of change. This process of digestion (methanization) is
summarized below in its simple form. The breaking down of inputs that are complex organic
materials is achieved through three stages:

Stage 1 Hydrolysis: The waste materials of plant and animal origins consist mainly of
carbohydrates, lipids, proteins and inorganic materials. Large molecular complex substances
are solubilised into simpler ones with the help of extracellular enzymes released by the bacteria.
This stage is also known as the polymer breakdown stage. For example, the cellulose
consisting of polymerized glucose is broken down to dimeric, and then to monomeric sugar
molecules (glucose) by cellulolytic bacteria.

Stage 2 Acidification: The monomers such as glucose which is produced in Stage 1 is
fermented under anaerobic condition into various acids with the help of enzymes produced by
the acid forming bacteria. At this stage, the acid-forming bacteria break down molecules of six
atoms of carbon (glucose) into molecules of less atoms of carbon (acids) which are in a more
reduced state than glucose. The principal acids produced in this process are acetic acid,
propionic acid, butyric acid and ethanol.

Stage 3 Methanization: The principle acids produced in Stage 2 are processed by
methanogenic bacteria to produce methane. The reaction that takes place in the process of
methane production is called Methanisation.

The following two diagrams show the digestion process during the formation of biogas.
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For all practical purposes the first two steps are often defined as a single stage, i.e. hydrolysis
and acid formation stages are grouped as acid formation stage. Micro-organisms taking part in
this phase are termed as acid formers. As a group, these organisms are rapidly growing and are
not much dependent upon surroundings. Products of first two stages serve as the raw material
for the third stage where organic acids are utilized as carbon source by Methane forming micro-
organisms, which are also known as Methanogens. These Methanogens are more susceptible
to their surroundings. The tolerated pH range is 6.8 to 7.5 with optimum 7.0. Any departure from
this range is inhibitory. Atmospheric Oxygen is extremely toxic for methanogens, as they are
strict anaerobes.

Topic-3: Ideal Conditions for Biogas Production

The process of biogas fermentation is affected by many environmental factors. This document
includes the main factors affecting the construction and operation of a digester to guarantee an
optimal anaerobic process and expected biogas production.

a. Anaerobic condition

There are many groups of biogas bacteria involved in the process of biogas fermentation, in
which methane-producing bacteria are the most important group. They are anaerobes in the
strict sense and very sensitive to oxygen: they will die or grow very slowly if oxygen appeared in
the fermentation environment. Therefore an airtight digester is required for digestion. Since
methane bacteria are among the most strictly anaerobic microorganisms known, quantities as
low as 0.08mg/litre of dissolved oxygen completely inhibit the growth of these anaerobic
bacteria. Therefore a biogas plant should be absolutely leak proof and air tight.

b. Temperature

Action of methane producing bacteria is strongly affected by temperature. The ideal
temperature in operation of a digester is about 35°C. The yield of biogas reduces significantly
when the temperature drops and the fermentation process will stop if the temperature drops
under 10°C. There are three temperature ranges in which the methane is produced:

i. Thermophilic: The digestion temperature ranges from 45-60 °C. Thermophilic digestion can
be operated with a high loading rate, consequently a high gas production is obtained. A heating
system and insulation are needed. In the case that wastewater must have high quality in output,
thermophilic digestion is suggested. The cost of both construction and operation are high.

ii. Mesophilic: Their temperature range goes from 10-45°C. The mesophilic digestions run at a
medium gas production, lower than that of thermophilic. The cost is lower as well.

iii. Psychrophilic: Certain special microbes can conduct anaerobic digestion at temperatures
below 10°C. At present, it is only operated in laboratory.
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With the ambient temperature varying seasonally, the digestion temperature always changes
instead of keeping constant, resulting in seasonal variations in digestion performance. It is very
popular for family scale digester due to low cost and simple operation. In tropical countries, the
performance of ambient temperature digestion is good. The bacteria which grow in the
mesophilic range are different from those which grow in the thermophilic range. In either range,
the rate of growth of bacteria increases remarkably with temperature and then decreases. A
temperature of about 35 C is considered as the optimum value of operation in the mesophilic
range. The biogas plants in Pakistan will operate in mesophilic range, meaning 10 - 45 C. The
process of bio-methanisation is very sensitive to changes in temperature.

The degree of sensitivity, in turn, is dependent on the temperature range. Brief fluctuations not
exceeding +1°C/h is regarded as still un-inhibitory with respect to the process of fermentation.
The temperature fluctuations between day and night are no great problem for plants built
underground, since temperature of the earth below a depth of one meter is practically constant.

c. Feeding

i. Feeding Quantity

Once the initial feeding is done, the biodigester has to be fed daily with the required quantity of
feeding as prescribed. The quantity of dung to be fed is mainly determined by the size of the
plant and the hydraulic retention time (HRT). Keeping in view the temperature, HRT for Pakistan
is considered to be 40-50 days. 8 to 10 kg of cattle dung mixed with equal quantity of water by
volume is need to be fed into the biodigester. For example, 10 cum biodigester needs 80 to 100
kg of cattle dung mixed with 80 to 100 litres of water.

ii. Feeding Quality

Total and Volatile Solids Concentration
All feeding materials consist of solid matter and water. The solids in turn consist of volatiles
solids (VS), the degradable organic matter; and non-volatiles, the non-degradable fixed solids
(FS). The fixed solids are not affected during

digestion and come out of the digester = Hydrolysis as a surface-related process .“
unchanged. Fresh cattle dung for example, ® o \
consists of about 80% water and 20% total o ¥
solids (TS). This 20% total solids
approximately contains 70% VS and 30% FS.

More enzymes
“attack” the —
substrate |

R “"
Rate

For easy mixing and handling an 87 10% TS in o e
the feeding is recommended. Thus to bring the il °
TS to 8i 10% fresh cattle dung is to be diluted broskioun \ ‘.

with water and/or urine in a ratio of 1:1.

VS are the part of the TS contents of the
substrate that can be converted into biogas. Biomass that is completely dried and then heated
to about 550°C, will gasify. The weight of the dried biomass minus the weight of the remaining
ash after gasification will be the weight of the volatile solids. The biogas production potential of
organic materials can also be calculated on the basis of their volatile solid content. The higher
the volatile solid content in a unit volume of fresh dung, the higher the gas production. For
example, a kg of volatile solids in cow dung would yield about 0.25 m3 biogas (Sathianathan.
1975).

From: Wendy Sander:

Quantity of biogas generation could be calculated based upon COD. One Kg of COD is
equivalent to 250 gram of methane. At standard temperature and pressure each kg of COD
removal will yield 0.35 cum of biogas.
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Carbon / Nitrogen ratio (C/N ratio)

Organic matter contains various chemical elements, in which the main elements are carbon (C),
hydro (H), nitrogen (N), phosphor (P) and sulphur (S). The Carbon/Nitrogen ratio is an important
index to evaluate the capacity of materials to decompose. Generally, biogas microbes need the
carbon twenty five to thirty times more than nitrogen. Therefore the optimum carbon nitrogen
ratio of feedstock for optimal production of biogas is 20/1 to 30/1. Feedstock with a low carbon
nitrogen ratio will start fermentation more quickly than that with a high carbon nitrogen ratio and
moreover the later are likely to acidify and bring about the failure of fermentation. The carbon
nitrogen ratio of cattle manure is suitable, while that of human and chicken dung is low for
effective digestion. The carbon nitrogen ratio of fresh vegetation is high and this ratio becomes
much higher in old vegetation, and therefore these materials should be mixed in proper
proportions in order to start the fermentation process and raise the yield of biogas. Biogas
production varies as per the C/N ratio of the feeding material. The following table give some
facts about C/N ratio of various organic substances:

Table-1.1: Carbon-Nitrogen ratio of different wastes
Animal waste:

SN | Description Nitrogen Carbon C/N Moisture* Total**
(Source of feed | (% dry wt| (% dry wt | (ratio) (Content %) | (Solid %)
stock) ) )

1 Cattle manure 1.56 30.00 20 8071 85 1571 20

2 Sheep/Goat manure | 3.80 83.6 22 751 80 2071 25

3 Poultry manure 6.55 97.5 15 7071 80 2071 30

4 Swine manure 3.80 76.0 20 75 -80 207 25

5 Horse manure 2.30 133.40 58 8071 85 1571 20

6 Duck manure 2.00 54.00 27 7071 80 2071 30

7 Elephant manure 1.30 60.00 46 7071 85 157 30

House hold and human waste:

SN | Description Nitrogen Carbon C/N Moisture* Total**
(Source of feed | (%drywt) | (% drywt) | (ratio) (Content %) | (Solid %)
stock)

1 Night soil 6.00 48.00 8 7571 80 2071 25

2 Potato peals 1.50 37.50 25 5071 70 3071 50

3 Kitchen garbage 2.50 62.5 25 5071 70 3071 50

Crop/ Agricultural waste:

SN | Description Nitrogen Carbon C/IN Moisture* Total**
(Source of feed | (%drywt) | (% drywt) | (ratio) (Content %) | (Solid %)
stock)

1 Young grass 4.00 48.00 12 4071 60 4071 60

2 Wheat Straw 0.50 60.00 120 2071 40 601 80

3 Rice Straw 0.30 18.00 60 2071 40 6071 80

4 Corn Stakk & |1.00 55.00 55 2571 40 6071 75
leaves

5 Fallen leaves 1.50 75.00 50 407 60 407 60

6 Sugarcane Biases | 0.30 45.00 150 2571 40 6071 75

Note: C/N ratio = Carbon (% dry weight)
Nitrogen (% dry weight)

Percentage of Hydrogen (pH)

The pH of a solution is a measure of the concentration of hydrogen ions and it indicates whether
the solution is acidic, alkaline or neutral. A neutral solution will have a pH of 7.0, an alkaline
solution will have pH greater than 7.0 and an acidic solution will show a pH lower than 7.0. Most
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bacteria prefer light alkali conditions with a pH value in the range of 6.8-7.5. However, methane-
producing bacteria still grow in a pH value range of 6.5-8.5. Below 6.2 it becomes toxic. pH is
also controlled by natural buffering effect of NH," and HCOs'ions. pH falls with the production of
volatile fatty acids (VFAS) but attains a more or less constant level once the reaction progress.
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For the context of Pakistan, the biodigesters are designed with a HRT of 40-50 days.

In practice, the decomposition process of feedstock is lower than anticipated due to the
changed in ambient temperature. For animal manure decomposition period could be the
months. For wastes from plants, this period is longer than that of manure, even few months.
However, the speed of biogas production is the highest in the beginning two to three weeks and
then reduces sharply as the days increases.

Toxicity

Mineral ions, heavy metals, antibiotics and the detergents are some of the toxic materials that
inhibit the normal growth of microbes in the digester. Small quantity of mineral ions (e.qg.
sodium, potassium, calcium, magnesium, ammonium and sulphur) also stimulates the growth of
bacteria, while very heavy concentration of these ions will have toxic effect. For example,
presence of NH,; from 50 to 200 mg/l stimulates the growth of microbes, whereas its
concentration above 1,500 mg/l results in toxicity. Similarly, heavy metals such as copper,
nickel, chromium, zinc, lead, etc. in small quantities are essential for the growth of bacteria but
their higher concentration has toxic effects. Detergents including soap, antibiotics, organic
solvents, etc. inhibit the activities of methane producing bacteria and liberal addition of these
substances in the digester should be avoided. Small domestic amounts, i.e. natural soap used
to clean a toilet, do usually not cause major problems.

Gas Production

Gas production per unit of feeding material depends upon the HRT, quality of feeding and the
conditions inside the digester. If the daily amount of available dung (fresh weight) is known, the
gas production per day in a warm climate will approximately correspond to the following values.
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Table-1.2: Gas Production Potential

Manure Gas Production (litres) as per HRT in days | Average Dung
25 days | 30 35 days | 50 days | Production by an Adult
HRT days HRT HRT in kg/day

HRT

Cow 30 34 37 40 10-14

Buffalo 30 34 37 40 15-20

Horse 45 51 56 60 12-15

Chicken 60 65 69 70 0.05-0.07

Human Excreta | 50 55 59 65 0.3-0.5

Learning Units 3 and 4

Unit-3: Types and functioning/working of biodigesters
Unit-4: Benefits of biodigesters and importance of the technology in Pakistan

Topic-1: Types of Biodigesters

There are different designs of biodigesters being in use today. The most popular designs are:
(a) floating drum design (ii) fixed dome design, (iii) geo-membrane design. Broadly, they can be
classified based upon type of digester, type of feeding and methods of construction as
described below:

Based upon type of gas holder
a. Floating Gas Holder

In 1956 the floating drum biogas plant, popularly known as KVIC (Khadl and Village Industries
Commission) Gobar Gas plant, was \ »
introduced in India. In this design, the
digester chamber is made of
brick/stone masonry in cement mortar.
A mild steel drum is placed on top of
the digester to collect the biogas
produced from the digester. Thus,
there are two separate structures for
gas production and collection. The
advantage of the floating drum design
is the constant gas pressure, which is
equal to the gasho
by its surface. This means that lamps,
stoves and ot her < 1
need any further adjustments once they have been correctly set. Another advantage is that the
level the gasholder has risen above the digester pit, is a clear indication of the available gas.
With the introduction of fixed dome Chinese model plant, the floating drum plants became
obsolete because of comparatively high investment and maintenance cost.

b. Fixed Gas holder
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The fixed dome also known as Chinese model biogas plant was
developed and built in China as early as 1936. It consists of an
underground brick/stone masonry compartment (fermentation
chamber) with a dome on the top for gas storage. In this design, §#
the fermentation chamber and gas holder are combined as one |
unit. This design eliminates the use of costlier mild steel gas
holder which is susceptible to corrosion. The life of fixed dome
type plant is longer (over 20 years) compared to the floating drum
design. The original Chinese model is usually complete made out
of concrete and constructed with the help of moulds. Based on the
principles of fixed dome model from China many different designs
have been made in other countries.

b. Balloon Type

This type of biodigesters use plastic membrane of different types w ‘4 &
to store biogas produced in digester. These types of digesters
are low-cost, easy to install, and easy to transport into remote
areas, while yielding sufficient gas for both cooking and lighting
needs. However, the life-span of plastic bag digesters is
relatively shorter depending upon the type of plastic membrane
used.

Based upon type of Feeding
a. Continuous Feeding

The rural household digesters are fed once a day with the proper mix of dung and water/urine
and the fresh input displaces the same volume of spent materials from the digester. Every day a
certain quantity of fresh input is fed into the digester which is expected to remain in the digester
for a prescribed retention time and produces gas over this length of time before being
discharged.

b. Batch Feeding

In this process the whole digester is filled with raw materials for gas production along with some
starting (seed) material. This is allowed to ferment and produce gas over a certain length of time
and when gas yields become very low the digester is emptied of all the sludge which can be
supplied as manure. In this system gas production begins at a low level and goes on increasing
only to drop down again after reaching the peak. Because of variable gas production level, high
cost and periodic emptying and filling of digesters, this process has not become popular.
Examples of these digesters are small size garbage plant and crop-residues plant.

c. Semi-batch /continuous Feeding

A combination of batch-fed and continuous fed digestion is known semi-batch or semi-
continuous digestion. Such a digestion system is used where the waste like garbage etc., which
are available on daily or weekly basis but cannot be reduced to make slurry. In the semi-batch
system, the animal manure can be added on a daily basis after the initial loading is done with
garbage, agricultural waste, leaves, crop residence and water hyacinth etc.

Likewise, based upon the methods of installation biogas plants could be classified as Pre-
fabricated model and constructed in site model. Another classification could be domestic biogas
plants and institutional or community biogas plants based upon the ownership of biogas plants.
The following are some of the models being used in different parts of the world.
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Topic-2: Different Components of a Floating Drum Biodigester

The typical floating drum biodigester mainly consists of (i) structural components (i) biogas
conveyance system (iii) filtration : : :
systems, and (iv) end-use
applications.

The structural component of . = = =
biodigester consists of the following '
sub components: (i) inlet and mixing
tank with mixing device (ii) digester
or fermentation chamber (iii) gas
holder or gas storage tank (v) outlet
or displacement chamber, and, (vi)
bioslurry collection and composting




pits. Likewise, the conveyance system in the biodigester consists of: (i) control/regulating
valves (ii) gas pipeline (iv) fittings (v) pressure gauge (vi) gas flow meter (vii) thermocouple or
temperature sensors, and (viii) water outlet or water drain. The filter system comprises of (i)
CO, scrubber (ii) Moisture filter and (iii) H,S remover. These filter systems are also fitted with
pressure gauges and indicators. The biogas end use applications consists of various
appliances as per the need of the users, such as (i) biogas stoves (ii) biogas lamps (iii) pumps
and generators.

The mix of dung and water (mixed in inlet or mixing chamber) passes through the inlet pipe to
the digester. Gas produces in the digester because of the microbial activities and the produced
gas is stored in the gas holder (MS Drum). The digested slurry passes out from digester to
outlet tank (displacement chamber) and flows out to the compost pits through overflow opening
in the outlet tank. The gas is then supplied to the point of application through the pipe line. A
filter system is installed along the pipeline to clean the biogas if the gas is to be used for running
an engine. The biodigester generally consists of the following components as shown in the
drawings below:
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Floating gas-holder type bio-gas plant

The following section briefly describes the functions of these components:

(a) Inlet/Mixing Chamber

Mixing chamber is the first structural component of a biogas plant. Construction of this chamber
is optional as mixing can also be carried out in the inlet. However it strictly depends on the
construction site whether a separate mixing chamber is required or not. Mixing chamber is
constructed when it is not feasible to transport manure and water directly to the inlet due to
distance or and other prohibiting factors. A 50 m? biodigester requires a daily input of 400-500
KG of cattle dung that has to be mixed with equal volume of water.

The manure inlet is meant for daily feeding of plant according to its requirement based on
calculated retention time. Inlet is designed according to the feed size of digester in order to
reduce the human error as well as increases the efficiency of gas production. Mixing device is
used to prepare good quality water-dung solution in the inlet tank when cattle dung is used as
feeding material. Usually for household biogas digesters, vertical mixing devices are installed
and for bigger plants horizontal devices are used. A small electric motor of 1 HP could be fitted
to facilitate the mixing. The device should be of good quality, as per the design, and the mixing
blades have to be well galvanised. The blade should be properly aligned for the effective
mixing.
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(b) Digester/Digestion Chamber

Digester is the place where anaerobic fermentation takes place and biogas is produced by the
microbes in the absence of oxygen. The feeding (dung-water mix) remains in digester for 40-50
days (its retention time). The digested slurry leaves this chamber through an outlet pipe fitted in
the wall of the digester.

(c) Gas Holder

Biogas produced in the digester is stored in the movable gas holder made up of MS drum or
fibre glass drum or HDPE tank which is fitted on the top of digester. Gas holder is generally
constructed of mild steel plain sheets of 2-3 mm thickness. The gas holder is fitted with the main
gas pipe to facilitate the flow of biogas to pint of application.

(d) Outlet tank or Displacement Chamber
The digester slurry from the digester passes through the outlet &&[ =
pipe and gets collected in the outlet tank which is also known as
displacement chamber. The shape of outlet tank could both be

rectangular or circular as shown in the picture below: i

(e) Bioslurry Pit/Composting Pits
The fully digested light weight slurry that comes out of outlet tank

24

TVET RSP does not secure copyright of these pictures



is collected in bioslurry pits. This slurry is ready-to-use as fertilizer for the crops as pure organic
fertilizer having high ratios of NPK. Sometimes bioslurry is directly conveyed to the point of
application via pipes or irrigation channel without constructing bioslurry collection pits.

f. Pressure gauge/pressure meter

The gauge is installed at the top of gas holder to measure the pressure of the gas inside the gas
holder. U-shaped pressure gauge (manometer) made up-of a transparent plastic or glass tube
and filled with coloured water or a clock-type digital or analogue pressure meter could be
installed in the conveyance system to monitor the pressure of gas. Whatever may be the type
this device should best among those available in the local market and should meet set quality
standards, if any. Biogas plant Construction Company (BCC) has to train the plant operator
regarding the usage of gas according to the reading of pressure gauge.

to biogas appliance

"l =K
o o from gas outlet pipe

Tube B
30
40
1
.‘: 50

g. Thermometer/Temperature Gauge

Thermocouple type temperature sensor is installed to measure the inside temperature of the
digester which is indicated on the temperature gauge installed at a suitable place on the plant.
Suitable temperature for the efficient production of biogas is between 20-35 C° .A variation in
the inside temperature can cause loss of gas, hence the operator is trained to ensure the ideal
temperature inside the digester

h. Biogas Flow Meter
The flow meter provides reading of the gas that has been produced by the plant and used/
stored in a gas storage tank. BCC should train the plant operator to notice the flow of this meter
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and assure the gas is being produced at optimum level, and to take measures in case gas flow
is not up to the standards. In case the gas is being stored in a tank, the operator must switch
OFF the compressor when the pressure on indicated on the pressure gauge reaches a certain
level. This is mandatory to avoid the slurry flow into the gas line.

i. Safety Valve/Main Valve

This is the main valve installed on top of the gas holder to handle the gas according to the
pressure shown by the pressure gauge. Biotech trains the plant operator on handling the safety
valve according to gas pressure.

It controls the flow of biogas in the pipeline from the gas holder. It is opened when gas is to be
used and closed after each use. If substandard quality of main gas valve is used, there is
always risk of gas leakage. This valve should be of high quality and approved by the concerned
quality control authorities.

SAFETY A2 VALE R
MODEL: §
SIZE: 3/4" 19m/m

ser.p. I v/’ I P 5. 8

j. Pipes and fittings

The pipe to be used to convey gas from gas holder to the point of application should conform to
quality specification as per the standard.
Light quality Galvanized Iron pipe is best
suited for this purpose; however, high quality
PVC pipe could also be used. The pipe
should be of at least half inch diameter. For
length of more than 60 m (30 m if two
burners ar e t o be u
diameter pipe has to be used. If Gl pipe is to
be used, a six meter pipe should weigh at
least 6 kg. The fittings used in the pipeline of
a biogas plants are socket, elbow, tee and
nipples. These fitting should meet the e
required quality standards. BUSH CROSS 45° ELBOW

ELBOW NIPPLE

k. Water Outlet
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It drains the water condensed inside the pipeline when biogas comes in contact with the cool
pipe. This is an important component of biodigester and

therefore, its quality should carefully be controlled. It

should be easy to operate and threads in it should be A
perfect. It should be ensured that the hole in the screw » L’ vy
nut is bored properly and is located at the right place. \/ :
The thickness of the nylon washer has to be 4mm and

either a 4 cm long handle pin or a properly knurled

opener should be used. This appliance should be

approved by the concerned authorities. Water drains are installed in domestic biodigesters,
however, for institutional and commercial biodigesters to be used for electricity generation,
moisture filter has to be installed.

. Gas Tap

Gas tap is used for regulating flow of gas to the gas stove. Care should be
taken to install gas tap of high quality. It has been often complained by the
users that this taps are becoming problematic with gas leakage through them.
't i s I mpor t anstplacechpaoperlytahdes gieaséd thoroughdy and
regularly. The gas tap should not be too tight or loose to operate. The taps to be
used in biodigesters should be approved by concerned quality control authority.

m. Rubber Hose Pipe

It is used to convey gas from the gas tap to the stove. This pipe
should be made up of high quality neoprene rubber and should not
develop cracks when folded. It should have 15 mm outer and 9
mm inner diameters. The minimum wall thickness of the pipe
should be 2.5 mm.

n. Gas Stove

Gas stoves can be found with single and double burners. In general a single burner gas stove
used for household purpose consumes 350 to 400 litre of gy - * |
gas per hour. The efficiency of gas stove is very important
for the successful functioning of the biodigester. The stove
should be of good quality and strong enough to firmly rest in
ground. The primary air intake should be easily adjustable
and the holes should be properly placed. The jet and pipe
leading to the burner should be straight and aligned properly.
The holes in the burner cap should be evenly spread across
it.

0. Gas Lamp

Gas lamp is another important appliances used in biodigesters. Often
users complain about the malfunctioning of these lamps. These lamps
should be of high quality with efficiency more than 60%. Usually, a biogas
lamp consumes 150 to 175 litres of biogas per hour. Lamps to be used in
biodigesters have to be approved by the concerned quality control
authority.

a1

p. Filter Systems
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Among all impurities in the biogas, the CO,, H,S and moisture should be eliminated in order
possible to be used as fuel of the engine. H,S is removed in the first stage of biogas purification.
Two techniques are applied-(i) removal of H,S during digestion and (ii) removal of H,S after
digestion. For the method of removal H,S during digestion, there are two methods widely
practiced namely by air-oxygen dosing to the biogas and addition of iron chloride into the
digester. Air-oxygen dosing to the biogas system is based on biological aerobic oxidation of H,S
to elemental sulphur by microorganisms. Sulphide oxidizing microorganisms are autotrophic and
use CO, from the biogas to cover their carbon need. For the method of addition of iron chloride,
the iron chloride can be penetrated directly into the digester or through the influent mixing tank.
It reacts with the H,S presented in biogas to form particles of FeS.

There are many methods of removal of H,S after digestion, adsorption using iron oxide or
hydroxide for example. Hydrogen sulphide reacts easily with iron oxide or iron hydroxide and
forms iron sulphide. The other technique is absorption with liquids that can be either physical or
chemical. Physical absorption removes H,S by absorption in water or an organic solvent. The
most common solvent is water scrubbing, although the growths of microorganisms in the
packing occur. Single pass absorption and regenerative absorption are two types of water
absorption processes that are commonly used for the upgrading of biogas. The disadvantage is
a high consumption of water.

The elimination of the CO, impurities by flowing the biogas in to the solution of 10% NaOH in
water (H,O) has been found effective. Addition of 10% Sodium Hydroxide (NaOH) in water
scrubber will increase its effectiveness and efficiency. By reducing the water content in the
biogas up to zero level affect in easy starting of the engine. Experiences from other similar
initiatives have indicated that the filtration system is more effective when the desulfurization unit
is placed in the beginning followed by water scrubber and silica gel filter. Silica gel does not
react with H,S however; sulphur can deposit and block their surfaces. So silica gels are useful if
the H,S content is less than 5-6%. Therefore the moisture filter should be installed after the H,S
filter.

For the regeneration of steel wool and silica gel, certain temperature needed. For steel wool the
required temperature is 48.9°C and for silica gel it is 100°C. The exhaust gas of the engine at
high temperature could be used through a heat exchanger to heat up steel wool and silica gel. A
small compressor is used to supply fresh air into the biogas stream; this air passes through the
heat exchange mechanism to carry the heat into the H,S and moisture removal unit. For
continuous regeneration or revivification of steel wool or ferric oxide a small amount of air or
oxygen is added to the inlet sour gas stream to oxidize the Fe,S; back to Fe,Os; immediately
after the H,S is absorbed. The continuous regeneration reaction is given below.

Fe,S; + 3 O = Fe, 03 + 3S (Manning and Thompson, 1991).
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g. Biogas Engines

The following diagram shows the flow of biogas to run an engine. The diagram proposes to use
exhaust gas from generator as reheating agent. Similar arrangement is suggested to be
installed for better results.

Biogas can be used in both CI (compression
ignition) engines and Sl (spark ignition) engines.

In other words, biogas can be used to run either g
gasoline generators or Diesel (Petter) Engine l
coupled with an induction motor as shown in the
following pictures. The self-ignition temperature of

biogas is high and hence it resists auto ignition, cm G
emoval
this is desirable feature in spark ignition engines, [
as it will reduce the chances of knock. Sl engine e e ...
g Has Removal ‘ Generto

Unit

Fresh Air
Blod uester

Heat Exchanger

conversion to biogas fuelling involves some cawonoiotde
engine modifications.

Free Biogas

Topic-3: Working/Functioning of a Floating Drum Biodigester

The floating drum plant, comprises an inlet tank, closed cylindrical digester with a moving gas
holder on the top and a small outlet tank. The gas is stored in the movable gas storage tank
constructed of MS drum or fibre-glass drum or high density poly-ethylene drum. The weight of
the drum or any added weight over the dome develops pressure and pushes the slurry into the
compensating tank. When the gas is extracted, a proportional amount of the slurry flows back
into the digester. The movable gas hoder moves up and down depending upon the quanity of
gas it contains.

Biogas appliances are usually designed to operate optlmally for a gas pressure of 70 to 90 cm
of water column. This .

pressure is provided by the
weight of the MS drum
pressing on the area it
covers which is its cross
sectional area. Additional
weight can be put on top of
drum if the pressure is too
low. The pressure from any
drum of known weight is obtained by:

Gas pressure in mm water column = weight of drum in kg/cross sectional area in m?

If the pressure is too low and additional weight is needed to be put, the needed weight can be
calculated as,
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Needed weight in kg = cross sectional area in m?/required increase in pressure in mm water
column.

Topic-4: Benefits of Biodigester Technology

Biogas Technology has a very significant role to play in integrated agricultural operations, rural
sanitation, dairy farms & sewage disposal etc. It is estimated that cattle dung, when passed
through a Biogas unit, yields 30-40% more net energy and about 35-45% more Nitrogen in
manure as compared with that obtained by burning dung cakes and ordinarily prepared
compost, respectively. Besides, from a biogas plant both the products are obtained. On an
average, a biogas plant serving a household of 5 or 6 people generates the following, main
benefits:

1 Reduction of workload: 1.5 to 3
hours/day w.,smm' N\
7 Saving of traditional cooking

fuel such as firewood: 3,000 to @mcw
4,000 kglyear t

1 Reduction  of  greenhouse

BOGAS

OAS PPE.

gasses: up to 6.0 ton/year W, § HoGPEN svwc(m o0 \
¢ Reduction of indoor air - gﬂ_"w Crsmowen LT V FISHPOND
" \ o oo ‘/V
pollution: 3 persons/household : \ TR el
l ‘ I B e ]

are less exposed
1 Toilet attachment: up to 70% of
all biogas households have
latrines connected to the biogas plants
1 Potential increase of agricultural production or saving on the use of chemical fertiliser (biogas
plants produce high quality organic fertilizeri bio-slurry): up to 40%
1 Improved sanitation, less pollution to underground water

One Cum of Biogas generates 5000 to 6000 kcal of heat which is enough for:
Replacing 4-5 kg of firewood

Replacing 0.6 to 0.7 litre of kerosene

Replacing 1.6 kg of charcoal

Replacing 0.45 kg of LPG

Burning stove for 2.5-3 hours

Burning lamp for 5-6 hours

Run 1hp engine for about 2 hours

= =4 8 48 -8 —a A

Therefore biogas plant provides multifaceted benefits. Some of the economic, health,
environmental and social benefits at households as well as community level have been
described below:

a. Economic Benefits

0 Saving of expenditures on fuel sources

0 Saving time to utilize in other income generation activities

0 Enhanced soil productivity because of the use of bio-slurry (added N,P,K values)

0 Reduction in the needed quantity of chemical fertilizers, due to the use of bio-slurry
0 Reduction on health expenditures due to a decrease in smoke-borne diseases
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o Local employment creation

o Private sector development that produces economic goods

o Livestock development

o Income generation through selling of carbon credits (CERs and VERS)

b. Health Benefits

o Reduction in smoke-borne diseases (headache, dizziness, eye-burning/infection, respiratory
tract-infection, etc.)

o Improved household sanitation due to attaching of latrines to bio-digesters, absence of sooth,
ashes and firewood in the kitchen

o Decrease in burning accidents

c. Environmental Benefits

o0 Preservation of forest

o0 Increase in soil productivity due to added NPK by using slurry and agricultural residues
o Reduction in green-house gases, especially methane

o Prevention of land-fertility degradation due to the excessive use of chemical fertilizers

d. Social Benefits

o Extra time for social activities

o Enhanced prestige in the community

0 Workload reduction (less time spent on firewood collection and cooking)
o Bright light to help in quality education and household works

Topic-5: Biogas in Pakistan
5.1 History of Biodigester Technology in Pakistan

The history of biogas technology in Pakistan is about 40 years old. Around six thousand
digesters were reportedly been installed across the country till the end of 2006 as against the
technical potential of about five million digesters based on its suitable climate and availability of
feedstock, the cattle dung.

The Government of Pakistan started a comprehensive biogas scheme in 1974 and
commissioned 4,137 biogas units by 1987 throughout the country. These were large floating
drum biogas plants with capacity varying from 5-15 cubic meters gas production per day. This
programme was implemented in three phases. During the first phase, 100 demonstration units
were installed under grant by the government. During the second phase, the cost of the biogas
was shared between the beneficiaries and the government. In a subsequent third phase, the
government withdrew financial support for the biogas plants, although technical support
continued to be provided free of cost. Unfortunately, after the withdrawal of the government
financial support, the project did not progress any further (World Energy Council).

The Pakistan Centre for Renewable Energy Technologies (PCRET) is the leader in the country
to disseminate biogas technology and has supported installation of around 1600 biogas plants
till the end of 2006. In addition to these 1600 household biogas plants it has installed, PCRET
has plans to install another 2,500 plants by 2008 for which Government of Pakistan has
approved financial support.
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The Initiative for Rural and Sustainable Development (IRSD), an NGO, has installed around 150
biogas plants with support from the UNDP Small Grants Program. Some Regional Support
Programmes and NGOs have also included biogas among the projects they support. The NGO
060Koshi s6 i n Sisadpdtedty, help&duvillggersdoto budd over 200 biogas plants.
Another NGO Green Circle Organization is building community based plants with funding from
the Pakistan Poverty Alleviation Fund. Most NGOs received technical assistance from PCRET
in the design of their plants. With some exceptions most plants are still installed on a pilot basis
and have not been promoted commercially to any large scale.

Most of the biogas plants installed in recent years have been smaller household designs (3to 5
m® gas production per day) compared to the larger plants in the 1970s and 1980s. The biogas
technology most commonly used in Pakistan is the floating drum design. Another design,
Chinese fixed-dome design, was reported to be installed on a pilot basis but was reportedly not
successful. The Chinese design pilot biogas plants apparently showed persistent leakage and
seepage problems and moreover the gas pressure was reported to be low.

Twelve fixed-d ome 6 Nepal ese designé bi ogas?werkiastledin
tehsil Pasrur of Sialkot District in partnership with the Punjab Rural Support Program (PRSP)
and four plants of the same design were installed in sizes 8 (2 nos.), 20 and 35 m®in Dera
Ismail Khan in partnership with the Foundation for Integrated Development Action (FIDA) by the
Rural Support Programme-Network (RSPN) in June of 2007. FIDA was reported to have plans
to continue supports to install biogas plants in its working areas.

Rural Support Program Network with Support from SNV Netherlands Development Organisation
commenced Pakistan Domestic Biogas Program (PDBP) in 2009. A total of 5000 biogas plants
have reportedly been installed in different districts in Punjab till the end of 2013.

Other organisations such as WINROCK International is supporting the installation of medium
scale biodigesters in dairy farms.

5.2 Potential of Biodigesters in Pakistan

Biogas dissemination requires definite background conditions for its success. The reality of a
location will be shown by favourable and unfavourable factors. It is the job of the programme
personal to judge this mixture in favour of or against possible biogas dissemination. Following,
are the criteria which make biogas dissemination impossible or more difficult. The ideal project
location will rarely be found. The "ideal conditions" stated are to make the individual factors
clearer.

a. Excluding factors
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If only one of the following criteria is evident, then the dissemination of simple household biogas
plants is not possible (As an exception, suitable farms in the region could allow individual
measures under some circumstances.)

o
o
o

O O O O O

too cold or too dry region

very irregular or no gas demand

less than 20 kg dung/day available to fill the plant or less than 1,000 kg live weight of
animals per household in indoor stabling or 2,000 in night stabling.

no stabling or livestock in large pens where the dung cannot be collected

no building materials available locally

no water available

integration of the biogas plant into the household and farm routines not possible

no suitable institution can be found for dissemination

b. Critical factors
Each of the following factors will lead to great problems in biogas dissemination. Accompanying
measures, particularly modified technical developments, high financial promotion or additional
organisation structures within the dissemination programme are necessary to guarantee project
success.

o

o O O O

O O O O o0 o

C.

low income or unstable economic situation of the target group
unfavourable macro and microeconomic coefficients

gas appliances not available regionally or nationally

irregular gas demand

very good supply of energy throughout the year and simultaneously only moderate
economic coefficients for the biogas plant

high building costs

low qualification of artisans

counterpart organisation has only indirect access to the target group
weak structure of the counterpart

no substantial interest of the government is evident over the medium term
low regional or national potential

Ideal conditions

If each of the following conditions is fulfilled then household biogas plants will definitely get a
foothold. A dissemination programme is then expressly recommended:

o

O O OO O O O

(@)

o O O O

even, daily temperatures over 20°C throughout the year

regular gas demand approximately corresponding to gas production

full stabling of animals (on solid floors as far as possible)

at least 30 kg/day dung available per plant

dairy farming

use of organic fertiliser is normal

farmers are owners of the farm system and primarily of the farm

plants can be located in favourable positions to the stables and to the point of gas
consumption

the biogas plant can be integrated into the normal working routine in the house and on
the farm

gas utilisation and attendance of the plant can be clearly regulated within the household
low price of plant in relation to the income of the target group

favourable economic coefficients for the biogas plant

economically healthy farms open to modernisation
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insufficient supply of fossil sources of energy

building materials and gas appliances available locally

qualified artisans locally

counterpart organisation has access to and experience in contact with the target group

efficient counterpart organisations with the possibility of cooperating with the private

sector

0 counterpart organisation has experience in programmes comparable to biogas
dissemination

o political will on the part of the government towards not only biogas technology but also
towards strengthening small and medium-scale farm systems

o secured financing of the dissemination structure

O O O O O

Based upon the detailed market study carried out by SNV/Winrock, Pakistan has the potential of
5,000,000 biogas plants across the country.
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Learning units 5,6, 7 and 8

Unit-5: Basic criteria for designing a floating drum biodigesters

Unit-6: Relation between HRT, quantity of feeding materials and required size of biodigester
Unit-7: Quantity estimation of different sizes of floating drum biodigester

Unit-8: Cost estimation of different sizes of floating drum biodigester

Topic-1: Design of a Floating Drum Biodigester

1.1. Design Principles

Usually there are four different sizes of floating drum biodigesters commonly used. They are
usually denoted by SD100, SD200, SD350 and SD500 producing nominally 100 cft (2.8 m°),
200 cft (5.6 m®), 250 cft (9.9 m®) and 500 cft (14.1 m®) of biogas per day. The total size of
biodigesters would be approximately 9 m®, 18 m*, 32 m® and 45 m®. While designing the plant, it
is assumed that 1 kg of cattle dung mixed with equal quantity of water held at a temperate
temperature for 50 days will produce about 40 litres of biogas. Usually the digester volume is
made a bit bigger (10 to 20%) to compensate any unmoving dead volume created in the bottom
due to sedimentation. The characteristics of various sizes of floating drum biodigesters and

anticipated gas production is given in the following table:

Table 1.4: Sizes of Floating

Drum Biodigester

Parameters SD100 SD200 SD350 SD500
Digester volume, m® 7 14 25 35
Gas holder volume (assuming|1.7 3.4 6 8.5
60% storage volume), m®

Daily feeding of dung, kg 70 140 245 350
HRT, days 50 50 50 50
Anticipated gas production per|2.8 5.6 9.8 14
day, m®

The flowing design parameter are assumed while designing a floating drum biodigester:

1 Hydraulic Retention Time (HRT): 40-60 days

2  Daily loading rate (feeding requirement): 8-10 kg of cattle dung mixed with
equal quantity of water per day per
cum of biodigester

3 Gas production: 40 litres of biogas per kg of cattle
dung

4  Tensile strength of bricks 0.1 N/mm?

5  Unit weight of feeding 10 KN/m?®

7 Unit weight of concrete 25 KN/m®

8  Unit weight of soil 16 KN/m?®

12 Volume of gas storage tank 60% of the daily production

14 Efficiency of normal biogas engine 25-30%

15 Calorific value (heating value) of biogas 6 kwh/m?®

16 Thickness of MS sheet (gas holder) 2-2.5 mm
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1.2 Design Steps

The starting point of the design of biodigester is the quantity of cattle-dung or animal manure
(undiluted). It is important that the actual amount of cattle-dung or swine manure reliably
available with the household be measured before deciding the size of a biodigester.

The following formulae are used while designing a floating drum biodigester.

Volume of cylindrical digester= “ R* H

For rectangular tank, Volume of outlet = length * breadth * height

For circular tank, R a doutletéheigbtfof outlet)t | et = & ( Vol ume

The steps of designing have been given in the following sections:

a. Calculate the weight of feeding materials available per day (W). Assume the gas production
rate (G) and calculate the total gas production (Gt). Total gas production will be therefore
equal to available quantity multiplied by rate of gas production (Gt = W x G). The following
table illustrates the rate of gas production from different organic materials.

Table 1.5: Biogas Production Potential

Type of Feeding Material Rate of Gas Production in litre
(cum)

Cattle dung 300-400 (0.030-0.040)

Swine manure 400-600 (0.040-0.060)

Poultry dropping 550-800 (0.055-0.080)

Human Excreta 250-380 (0.025-0.038)

If total gas production is taken as constant keeping in view the number of family members,

quantity of dung required can also be calculated. While assuming gas requirement generally 0.3

to 0.4 cum gas per capita per day is assumed.

b. Based upon the quantity of dung to be fed, active slurry volume (Vs) has to be calculated.
The active slurry volume in the digester is directly related to the Hydraulic Retention Time
(HRT) and is calculated as:

Vs = HRT x 2W/1000 cum, Assuming HRT as 40 days, Vs = 0.08W

c. Based upon the active slurry volume and total gas production, calculate the total volume of
the digester. Now, once total volume is identified select the radius (for spherical plants) or
calculate the height of cylindrical portion of the digester and diameter of the digester. There
is no strict rule for the relative values of H and D, however, it can be H=2 to 3 D.

d. Now, slurry displacement inside the digester has to be calculated. The selection of suitable
value depends upon the gas use pattern. As cooking is usually done two times a day, 50%
of the gas produced in a day should be made available for one cooking span. But, there is a
continuous production of gas from the digester during the cooking time which should also be
considered. The gas during cooking time could also be neglected to compensate the uneven
distribution of gas use for example 60% in the morning and 40% in the evening. Therefore, a
storage capacity of 50% to 60% of the total production per day can be considered. Once the
total gas production is known, gas storage capacity and the volume of slurry displacement in
the digester could be calculated.

e. Once gas storage capacity is calculated, the MS drum could be designed.
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The following diagram shows different components of the biodigester.

Qutlet for
bio-gas

Slurry of cattle Floatin
dung and water  gas-holder 0"0'"&0'
fan

Grownd
lovel inlet pips

Dung and water
mitfure

Underground
digester tank

Floating gas-holder type blo-gas plant.

Topic-2: Hydraulic Retention Time and Feeding

Hydraulic Retention Time (HRT) is the time needed for the full digestion of feeding materials
inside the digester which mainly depends on:

Type of feeding material i quantity and quality
Total Solid percentage in the feeding material
Temperature in the digester

pH Value of the feeding

= =4 —a -

HRT in Pakistan context for cattle dung digestion is assumed to be 50 days. The feeding
material that enters into the digester from inlet should remain in the digester for 50 days to
release all the gas inherited by it. HRT is therefore the time needed by the slurry to traverse
from one side of the digester to the opposite side assuming the flow is laminar. To avid short-
circuiting of slurry (coming out of digester without giving-up the whole quantity of biogas), the
location of the plant components has to be as given in the drawing.

If HRT is higher than the assumed, slurry remains in the digester even after releasing all the gas
inherited by it creating a dead volume in the plant. If low, slurry comes out of the plant before
releasing all the biogas inherited by it, causing deficiency of gas and foul odor in the
surrounding. Bacteria flush-out will be a common phenomenon.

HRT could be adjusted by changing the quantity of daily feeding. To maintain the designed HRT
of 50 days, specific amount of dung mixed with equal quantity of water has to be fed into the
digester. The following table shows the quantity of cattle dung for different capacity of
biodigesters to ensure a HRT of 50 days.
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Table-1.6: Recommended Feeding of Biodigester

Quantity of feeding material | Recommended
available daily (kg) Size of Plant (m?)
60-80 SD100

120-160 SD200

200-300 SD350

300-400 SD500

Topic-3: Quantity and Cost Estimation

As far as the costs of a biodigester are concerned, there are three major categories:

1 Cost of construction of structural components;
1 Cost of filter units and electro-mechanical components;
1 operation and maintenance cost;

a. Construction Cost

The construction costs include everything that is necessary for the installation of the biodigester
e.g.. excavation work, construction of the digester, the gas pipes, appliances and the
construction materials. The following table shows the quantity of major construction materials
needed to construct different sizes of floating drum biodigesters.

Table 1.7: Major Construction Materials for Floating Drum Biodigesters

Construction Materials SD100  SD200  SD350  SD500
Cement, kg 450 800 1,115 1,550
Sand, m® 2.2 3.9 5.5 7.5
Bricks (230 cm x 110 cm x 55 cm) 3,000 5,000 7,500 10,000
Inlet pipe, PVC/HDPE, meter 4 5 55 6
Outlet pipe, PVC/HDPE, meter 4 4.9 5.5 6

The cost if installation varies as per the unit price of materials in the construction site. The cost

of the smallest size of SD100 will range from PKR 60,000 to 75,000 in Pakistan.

b. Operation and Maintenance Cost

The operation and maintenance costs consist of wage and material cost for:

1 collection and transportation of the substrate

1 water supply
1
1
1

storage of the effluent

feeding and operation of the plant
supervision, maintenance and repair of the plant

The operation cost of floating drum biodigesters depends upon the frequency of activities such
as painting of gas holder. If feeding material is not needed to be purchased the cost of
operation will be not be high. O&M cost per year for a floating drum will fall in the range of 4-5%
of the total cost of installation.
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c. Financial Viability

One biodigester of smallest size SD 100 capacity costs a maximum of PKR 75,000.00 to install
and it can produce up to 2.8 cum of biogas per day, which is enough to burn single burner stove
for 7-8 hours. The produced biogas can replace 15 kg of firewood or 2 litres of kerosene or 1.3
kg of LPG or 6 units of electricity. The following table shows the simple calculation on the
monetary value of the quantity of different fuels saved assuming the unit rates of conventional
fuel sources as given in the table:

Table-1.8: Benefit i Cost Analysis

Type of Fuel Unit Quantity | Cost per | Total Total Payback
Sources saved unit cost cost period
per day | (PKR.) saved saved without any
per day | peryear |subsidyin
(PKR.) (PKR.) Years
Firewood kgs 15 5 75 27,375 2.7
Kerosene litre 2 50 100 36,500 2.1
LPG kg 1.3 125 162.5 59,313 1.3
Electricity units 6 8 48 17,520 4.3

It is clear from the above table that biogas has higher replacement values if it is used to replace
LPG. The replacement value is relatively low for electricity. The maximum and minimum savings
because of the use of biogas are PKR 59,313 for LPG and PKR 17,520 for electricity. Without
any subsidy, the payback period of a SD100 biodigester is only 1.3 year if used to replace LPG,
which is financially very attractive. However, if the biogas is used to replace electricity the
payback period is 4.3 years.
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Learning units 9, 10, 11 and 12

Unit-9: Basic concepts of a drawing of an object

Unit-6: Reading of basic drawings

Unit-7: Interpreting drawing of floating drum biodigesters

Unit-8: Reading and interpreting drawings of mixture machine, appliances and filter systems

Topic-1: Concept of Drawing

Since earlier times, people have used drawings to communicate and record ideas so that they
would not be forgotten. The earliest forms of writing, such as the Egyptian hieroglyphics, were in
illustrative/graphic form. The word graphic means dealing with the expression of ideas by lines
or marks impressed on a surface. A drawing is a graphic representation of a real thing. Drawing
therefore is a graphic language, because it uses pictures to communicate thoughts and ideas.
Because these pictures are understood by people of different kinds, drawing is referred to as a
Auni ver sal |l anguage. 0 Artistic drawing i s
imagined ideas whereas technical drawing is concerned with the expression of technical ideas
or ideas of a practical nature, and it is the method used in all branches of technical industry.

There are four different types of projections when it comes to technical drawings; 1.
Orthographic Projection, 2. Isometric Projection, 3. Oblique Projection and 4. Perspective
Projection. The most used projection in the technical drawing is the Orthographic Projection.
Orthographic Projection must contain three dimensions; length, width and depth or height. In
order to include all the required three dimensions, an Orthographic Projection contains two
views: Plan View and Section view. Plan view provides the length and width of the subject while
section view provides the depth or height.
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Orthographic Projection Isometric Projection Oblique Projection Perspective
Projection

Such technical drawing will only be considered complete when all the dimensions are indicated
in the drawn subject, since without dimensions the subject cannot be constructed in the correct
proportion. The lines that indicate measurements of the subject in the drawing are called
dimension lines. Dimension lines can be drawn in different styles such as:

| 10 cm i J‘ 10 cm J‘ : | 10 cm i
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Topic-2: Drawings of Floating Drum Biodigester

The following pictures show sectional view and isometric view of a floating drum biodigester.
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Drawings and dimensions of different sizes of floating drum biodigesters are given below:
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Dimension (millimetres) Ident., 8D100 $p200  8D300  8D5O0
Depth of Digester A 3620 4630 4930 5540
Deflector ledge to top B 1050 1270 1270 1500
Depth Lower Section D 2570 3360 3660 4040
Diameter of Pit E 1600 2000 2600 3590
Diameter at Ledge F 1300 1700 2300 2600
Diameter of Hole ¥ 2060 2460 3060 3360
Inlet Pipe Length I 3800 4800 5000 5800
Outlet Pipe Length J - 4600 4900 5500
Pipe Opening from Wall M T00 404 400 690
Mixing Pit Length & Breadth P 6L0 x 460 700 1000 ~%
Deflector Ledge to inlet R 1200 1470 1470 1700
Deflector Ledge to outlet 8 950 1170 1170 1400
Depth of hole T 3390 4400 4700 5310

Topic-3:

Drawing of Water Drain and Mixture

There is need to understand drawings of various components such as inlet and mixing
arrangement, and water drain arrangement. The drawings of these components are given
below:
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Learning units 13, 14, 15, 16, 17 and 18

Unit-13: Selection of suitable type of biodigester

Unit-14: Selection of suitable size of biodigester

Unit-15: Types of construction materials needed for constructing a floating drum biodigester
Unit-16: Quality standards of construction materials

Unit-17: Criteria for selection of construction site

Unit-18: Steps (sequences) of construction of a floating drum biodigester

Topic-1: Selection of Biodigester Design

To successfully achieve anticipated objectives of any biogas programme, it is imperative that
the best suited model/design of biogas plant is selected for the wide-scale dissemination.
Varieties of models/designs of biogas plants are being used in different countries in the world
with successful track records. The following factors should be considered to evaluate the
suitability of biodigester assuming that the adaptability of any biogas plant in a given context
depends mainly upon these factors.
a. Climatic and geo-physical parameters
1 Ambient temperature
1 Geo-physical conditions of the sail
1 Condition of ground water-table
b. Technological Parameters
Structural strength against different load conditions (structural durability)
Methods of construction/supervision
Time and effort in quality control
Methods of operation and maintenance
Applicability/adoptability of the design in different geographical context for mass
dissemination
1 Prospects for sharing of technical information and know-how
c. Affordability of potential farmers to install biogas plant
1 Availability of construction materials
1 Availability of human resources (skilled and unskilled) at the local level
1 Cost of installation, operation and maintenance
I Transportation facilities
d. Purpose of the use of the products from biogas plant
a. Use of gas for cooking, lighting and/or operating a dual-fuel engine
b. Use of slurry as organic fertiliser
e. Performance of existing models, if any, in the local and/or regional conditions
9 Existing physical status and functioning
1 User's level of satisfaction
f. Quality and quantity of available feeding materials
1 Type of feeding materials (cattle dung, human excreta etc.)
1 Availability of water for mixing
1 No. of cattle per household

= =4 =4 —a -

Keeping in view the above factor floating drum biodigesters could be one of the options to be
disseminated in Pakistan. There are different models of floating drum biodigesters being
disseminated in different countries across the world. Based upon the performance of the
existing plants and experiences from other biogas countries, attempts should be made to select
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the best model for the wide-scale dissemination of the biogas technology in the country. The
following are some of the designs of floating drum biodigesters:

The floating drum plant, comprises an inlet tank, closed cylindrical digester with a moving gas
holder on the top and a small outlet tank. The gas is stored in the movable gas storage tank
constructed of MS drum or fibre-glass drum or high density poly-ethylene drum. The weight of
the drum or any added weight over the dome develops pressure and pushes the slurry into the
compensating tank. When the gas is extracted, a proportional amount of the slurry flows back
into the digester. The movable gas hoder moves up and down depending upon the quanity of
gas it contains.

Topic-2: Feasibility Assessment

Feasibility assessment of household or farm premises is most important prior to selecting size of
biodigester, site for construction and finalise construction techniques. The following information
have to be collected during a visit to farm for feasibility assessment:

91 Availability of Feeding Materials (Quantity and Quality of cattle dung)

1 Farm conditions i drainage systems, soil conditions, space availability, type of cattle-
shed, dung collection potential

9 Accessibility of site i transportation of construction materials

1 Intended use of biodigester products i biogas and bioslurry

i Existing energy use situation

i Biogas demand/Intended biogas use pattern/end use applications

1 Operation and maintenance provisions

1 Financing/energy prices

1 Potential constraints and limitations i dung collection and transportation, water

availability, distance between cattle shed, biodigester, bio-slurry application
9 Users level of understanding on biodigester technology and its benefits

2.1. Selection of Size of Biodigester

A number of factors need to be considered while determining the size of biodigesters. Main
factors are listed below:

a) Number of cattle heads/Type and size of livestock,

b) Livestock feeding practice

c) Type of cattle shed (ease in collection)

d) Livestock grazing practice (open-grazed or stall-fed),

e) Gas Demand (in case of plenty of cattle)
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Selection of proper size is essential to meet the technical and the financial issues as given
below.

Financial Aspects:
a) Plant becomes expensive,
b) Results in unnecessary workload and financial burden,
c) Unsatisfactory rate of return on the investment.

Technical Aspects:
a) Under-fed biodigesters resulting in reduced gas production,
b) Over-fed biodigesters resulting in bacteria wash-out and escape of methane
c) Improper functioning of biogas plant due to less pressure,
d) Slurry entrance in the pipe line OR gas escaping from the outlet.

The size and dimensions of the biodigesters are usually decided based upon 45-50 days
retention time and 60% gas storage. This means that g, ,

the fresh feeding fed into the digester should remain |
inside it for at least 45 days before it comes out through
outlet. Likewise, the effective volume of gas holder
should be able to store 60% the gas produced in 24
hours. Therefore the size of the biodigester has to be
selected based upon the daily available quantity of
feeding materials. Before deciding the size of
biodigester to be installed, all the dung available from
cattle has to be collected and weighed for at least a
week to know how much feeding material is actually available every day.

If the plant is not fed properly as per the requirement, gas production will be less than the
theoretical expectation. If gas production is less, the gas collected in the gasholder will not have
sufficient pressure to push the digested slurry to the outlet. In such case, the slurry level will be
raised and reach to the gas holder instead of flowing to outlet. When the main gas valve is
opened in this situation, the slurry may pass to the pipeline together with the gas. Therefore, if
there is not enough quantity of feeding material available as per the prescribed rate, bigger size
of biodigester should not be installed. Underfed and bigger plants will just increase the cost of
installation and also create problems in operation. If the farmer has higher number cattle
then only the size is determined by the gas demand which is usually taken to be 0.30-0.40
m® gas per person per day or 0.5 m® per hour per horse power of engine capacity. To
calculate the actual gas demand in a house or farm it is necessary to estimate the total energy
consumption. For this all the end use applications and hours of operations should be plotted.

Table-1.9: Plant Size and Potential of Gas Production

Collectable | Water Capacity of | Initial Daily Gas | Electricity

Dung Litres/ day | Plant Feeding of | Production Generation

Kg/ day Dung Kg M3 * Potential
per/day (Units)”

60-80 60-80 SD100 3.500 2.4-3.2 4.3-5.8

120-160 120-160 SD200 7,000 4.8-6.4 8.6-11.6

200-300 200-300 SD350 12,500 8-12 14.4-21.6

300-400 300-400 SD500 17,500 12-16 21.6-28.8
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*Gas production depends upon the ambient temperature, type of feed etc.
**|t is electricity generated by using biogas in a gas generator with 30% efficiency. When biogas is used mixed with
diesel fuel, the total electric energy generated depends upon the ratio of the two fuels in a dual mode.

2.2. Quality Standards of Construction Materials and Appliances

If the construction materials to be used for the construction of biodigester are not of good
quality, the biodigester will not function properly even if the design is correct and workmanship
involved in construction is excellent. The plant will never be of high quality if inferior quality of
construction materials is used. In order to select these materials of best quality, required quality
standards and specifications of these materials are briefly described below:

Cement

Cement should be high quality Portland cement from a brand with a good reputation. It must be
fresh, free from lumps and stored in dry place. Cement with lumps should be used for
construction. Bags of cement should not be stacked directly on the floor or against the walls.
Wooden planks have to be placed on the floor to protect cement from dampness. Cement bags
should be stalked at least 20 cm away from any walls.

Sand

Sand should be clean and should not contain soil or other materials. Dirty sand will have very
negative effect on the strength of the structure. If sand contains more than 3% impurities, it must
be washed. The quantity of impurities especially the mud, in the sand can be determined by a

simple Obottle testd. A smal/l guantity of sand

into it. The bottle is shacked vigorously for a while. The bottle is then left stationary to allow the
sand particles to settle down. The particles of sand are heavier than that of silt and clay, so it
settles faster whereas the mud particles settle slower. After 30 minutes, the layer of mud verses
sand inside the bottle is measured without shaking the bottle. If the depth of mud is more than
3% of the total depth, than it can be concluded that the sand contains too much mud. If this
happens, the sand should be washed before use. Coarse and granular sand are best for
concreting, however, fine sand has to be used for plastering works.

Gravels

Size of gravel should not be very big neither very small. It should not be bigger than 25% of the

thickness of the concrete product where it is used. The smallest thickness of concrete layer in

the foundation and that of outlet slabsis 75¢cm ( 30) , therefore the
should be 2 cm or ¥ size of the size of thickness of concrete layer. Gravel should be clean, hard

and of angular shape. If it is dirty, it has to be washed properly before use.

Water

Water is mainly required for making the cement mortar for masonry works, concreting works
and plastering. It is also used to soak bricks before using. Besides, it is required for cleaning or
washing construction materials if they are dirty. The water from ponds or cannel may be dirty so
it is better not to use it. Dirty water will have an adverse effect on the strength of structure.
Water from water tap or well or any other sources that supply clean water has to be used.

Bricks/Stones
Brick plays a very important role in construction of biodigesters. Bricks should be of high quality
(no.1), usually the best quality available in the local market. The bricks should be well burnt,

47

ma X |



straight, regular in shape & sizes and should not have cracks or broken-parts. High quality
bricks make a clear metallic sound when hitting them to each other. Such bricks should be able
to bear a pressure of 120 Kg per square centimetre. Before use, bricks must be soaked for few
minutes in clean water. Wet brick will not absorb water from the mortar which is needed for
setting properly.

In areas where bricks are expensive and not available, stones can be used for construction of
the GGC model biogas plants. Stones to be used in the construction should be best locally
available. When hitting one stone with another, stones should not break. When the stone is
scratched with a pointed object like iron nails, there mark should not be more than 1mm. If the
stones are dirty it should be washed. Before use, stones must be soaked for few minutes in
clean water.

Mild Steel Bars

MS bars are used to construct the covers of outlet tank and water drain chamber. It should meet
the engineering standard generally adopted. For plants of 50, 75 and 100, MS rods of 10 and 12
mm diameter is recommended. MS bar should be free from heavy rust.

Mild Steel Plates and sheet

Mild steel plain sheets are used to fabricate the gas storage tank (drum). To resist the gas
pressure from inside and also to induce required gas pressure the thickness of mild steel sheet
should be more than 2 mm. It should be free from rust. Likewise the steel plates and poles
used to fabricate central guide pole and support poles should be as per the specified
dimensions.

2.3. Selection of Construction Site

Selection of construction sites are mainly governed by the following factors:

0 The site should facilitate easy construction works.

0 The selected site should be such that the construction cost is minimized.

0 The selected site should ensure easy operation and maintenance activities like feeding of
biodigester, use of main gas valve, composing and use of slurry, checking of gas leakage,
draining condensed water from pipeline, maintain filters etc.

0 The site should guarantee plant safety

0 The area available should be adequate to accommodate all the units of the biodigester.

Based upon the above mentioned factors, it is recommended to select plant location based

upon the following considerations. Please note that it will not be possible to meet all the

requirements as stated below, however, it should be ensured that as many as possible points
are considers.

o For effective functioning of biodigesters, right temperature (20-35°C) has to be maintained
inside the digester. Therefore it is better to avoid damp and cool place i Sunny site is
preferable.

0 The area to construct plant should have even surface.

0 The site should be in slightly higher elevation than the surrounding. This helps in avoiding
water logging. This also ensures free flow of slurry from overflow outlet to the composting

pit.
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o To make plant easier to operate and avoid wastage of raw materials, especially the dung,
plant must be as close as possible to the cattle shed.

0 To mix dung and water considerable quantity of water is required. If water source is far, the
burden of fetching water becomes more. However, the well or ground water source should
be at least 10 meter away from the biodigester especially the slurry pit to avoid the ground
water pollution.

o If longer gas pipe is used the cost will be increased as the conveyance system becomes
costly. Furthermore, longer pipeline increases the risk of gas leakage. The main gas valve
which is fitted just above the gas holder should be opened and closed before and after the
use of biogas. Therefore the plant should be as near to the point of application as possible.

0 The edge of plant should be at least 2 meter away from the foundation of house or any
structure.

0 There should be enough space for compost-pit(s) as these are integral parts of the
biodigester as shown below.

o0 The site should be at sufficient distance from trees to avoid damage of bio-digester from
roots.

o0 Type of soil should have enough bearing capacity
to avoid the possibility of sinking of structure.

0 When space is a problem, the cattle shed can be
constructed on top of the plant after proper
backfilling.

As mentioned above the size of biodigester is
dependent on the collectable cow dung on the farm.
The required area for construction based upon the
overall dimensions of the plants are mentioned below:

SD100 plant: 5 meters x 3 meters
SD200 plant: 7 meters x 4 meters
SD300 plant: 9 meters x 5 meters
SD500 plant: 10 meter x 6 meters

The area mentioned above is the minimum area which would be required for the construction of

biodigester. Some additional space will be needed for the movement of the personnel operating
the biodigester.
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The above mentioned area also does not include the area required for bioslurry/composting
pits. Ideally, the total volume of bioslurry pit should be at least equal to the size of biodigester. A
minimum of two pits would be required.

2.4. Construction Steps

A mason has to carry out the following activities in sequential order while installing biodigester in
farmer 6s premi ses:

Selection of correct size of biodigester
Selection of construction site
Collection of construction materials that meet the quality standards
Lay-out of plant
Digging of the pit (Excavation) Mixing pit gas bolder
Construction of floor/foundation '
Construction of digester walls and installation of
inlet and outlet pipes A
o0 Backfilling the empty spaces outside the digester

wall e
o Fabrication of gas holder (MS Drum or other)
o Fixing of gas holder
o Constructing Inlet chamber/Mixing tank and mixing

device
o Constructing outlet chamber and outlet covers
Installation of pipeline, fittings and appliances
Installation of filter systems (CO, scrubber, H,S |1
filter and moisture remover) ST
Installation of pump/generators !
Testing for leakages
Filling the plant with feeding
Construction of slurry pit(s)
Cleaning the site
Orienting the users on simple operation and maintenance activities

g8s pipe outlet

ground
A level
T} ™

O O O 0O o o o

Inlet pipe

- / slurry

N AALT parition wall

o O

O O O O oo
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Learning unit 19

Unit-19: Biodigester Technology Promotion in Pakistan

Topic-1: Biodigester Technology Promotion

Although theoretically all farms with cattle may be considered for biogas, the actual
dissemination is defined mainly by how willing the farmers are to invest in this technology. For
the farmers, the biogas plant is a capital good binding a high amount of funds which will improve
the energy, agricultural and hygienic situation of the farm and household. The attraction of a
biogas plant for the farmers initially stems from the use of the gas. In view of this, dissemination
concepts focusing on the utilization of slurry have hardly been able to move the farmers to an
investment unless some kind of simultaneous energy benefit, which was in a ratio to the amount
of the investment, existed. Favourable regions for biogas dissemination have proved to be
where farms have a bad supply of energy sources, but where a healthy economic substance
exists. In these regions, the factor "comfort” plays a considerable role in the development of the
demand - in particular on farms with a high to medium farm or family income.

The biogas lamp as a source of light cannot compete with an electric light bulb. A connection to
the electricity supply however does not have to be a reason for excluding a possible biogas
programme. A low-cost biogas plant can turn out to be an interesting investment especially in
regions where the fossil sources of energy are traded at high prices.

It is difficult to reach small farms with a low capital background with dissemination programmes
although these farms, in comparison to the economically stronger ones, often suffer from a bad
supply of energy. Their insufficient solvency and their weak capital background make the
purchase of a biogas plant costing several hundred rupees a hurdle which is often too high to
take. The poorer classes of smaller farmers could only become members of the target group
where subsidy programmes could be implemented on a long-term basis and in countries where
the prices for plants are very low. To link the introduction of a new technology directly to the
social question has proven to be a demand which could rarely be fulfilled in reality in past
projects.

In the initial phase of a dissemination programme at least, orientation to economically more
healthy farms seems advisable. They can be the forerunners which' when the technology has
been established and no longer constitutes an investment risk, the weaker farms could possibly
follow.

An essential part of any marketing strategy for biodigesters is and will remain the quality of the

product and the services. As the investment for

a biodigester is high, low quality plants with a

short lifespan cannot be  accepted. % Fromotion 4.{ information H Persuasion \

Furthermore a well-functioning plant is the best [ \

possible promotion and the satisfied user the \ service | \ Adoption \

best possible promoter for biodigester [ l

technology.  Therefore, control of quality \ Operation -—{ Construction H Financing ‘

regarding plant sizing, construction, user

.. . . Promotion of biogas towards potential users leads to awareness;
tra|n|ng on Operatlon and maintenance and reliable information to evaluation; and (personal) persuasion to
. . adoption. After adoption, financing is required before construction

after-sales services W|" be Of utmost can take place. Proper operation and after sale service are critical
to keep the biogas plants well functioning which is a pre-condition

|mportance, especla”y dunng the p||0t phase Of for credible promotion towards other potential users

the programme.
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The working model followed for biodigester promotion and marketing consist of 6 phase as
shown in the diagramme. The following promotional tools should be used:

a. Public and Political Awareness

Popularisation of biogas technology has to go hand in hand with the actual construction of
biodigesters in the field. Without the public awareness of biodigester technology, its benefits
and pitfalls, there will be no sufficient basis to disseminate the technology at grassroots level. At
the same time, awareness within the government is essential. Since impacts and aspects of
biodigester technology concern so many different governmental institutions (e.g. agriculture,
environment, energy, etc.) it is necessary to identify and include all responsible government
departments in the dissemination and awareness-raising process. To raise awareness of the
people, the following activities have to be carried out:

1 Develop and distribute
different IEC (information, Biogas Digester: How it works
Education and
Communication) materials in
local language, such as:
posters, pamphlets and
leaflets that contain
information on biogas, its
benefits, costs, services,
installers and subsidy and
loan provisions.

I Develop and distribute 1EC s S
materials on effective Pakistan Domestic Biogas Programme
storage, handling and R
utilization of bio-slurry, including composting methods,

1 Develop DVDs on promotion and extension of biogas and slurry applications and broadcast
them on local TV.

1 Disseminate information on biogas through radio and local FM stations.

1 Organize orientation trainings to the potential users, staff of government line-agency offices,
NGO workers, school teachers and workers of local organizations.

1 Organize exhibitions and demonstrations.

1 Motivate biogas plant construction companies to concentrate on cluster area construction
and to organize effective promotion campaigns.

b. Motivation

Motivation is a vital component of any program like biogas that is aimed at a wider section of the
population. The exact nature of the motivation strategy must however be responsive to the
specific needs of the area and situation. Developing an effective motivation strategy becomes
even more critical in areas where people developed unfavourable attitudes towards the
technology because of various reasons. Similarly, in areas where the general awareness
among the people on biodigester technology is low or not existent, there is a strong need to
actively publicize it. The following could be some strategies for motivation in the context of
Pakistan.

i Rel i ance on 6demonstration effectso

A successful biodigester is assumed to be a sufficient stimulus for motivating others to install a
biodigester. The demonstration effect can be an effective means to promote a technology in
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progressive areas close to urban or semi urban centres with well-developed communication
systems. It is therefore recommended that the biodigester program in the districts be initiated
from semi-urban settlements, close to the towns. In these areas, providing accurate and
complete information to the people whenever asked for, should be given priority. Technology
demonstration becomes essential, especially in these areas where there is a need to change
the existing negative attitude towards biodigester technology.

ii. Motivation through government officials and NGO personnel

Hiring of a motivation staff focusing solely on the biogas programme may always not be

possible due to various reasons. However, various government agencies and NGOs working in

the fields of agriculture, women development, social sensitization, health, education and other

functional areas could be effective vehicles to work as motivation agents. Some government

offices at the district level could be effective partners of the biogas programme in this case.

Although biogas is not their core activity, these agencies can integrate the technology within

their routine programs. For exampl e, bi odi gest el
wor kl oad reduction programb.

iii. Use of local Resource Persons

Another prominent strategy for motivation is the utilization of local resource persons by
providing fixed incentives. Some contact persons in the communities could be mobilized as
agents to inform potential beneficiaries on the biogas programme.

iv. Use of local leaders

Local leaders could be mobilized as motivation agents. Such leaders could either exist already
in the village or may be identified and trained by the programme. The village heads,
schoolteachers and other influential persons in the community could play an important role in
selecting and motivating beneficiaries.

V. Use of Village Institutions
Existing village institutions in Pakistan, such
womenoOs group, youth wunions, | abour uni ons <coul

Biogas Programme Offices should link up with such structures at the village level to organize
and sustain the participation of the people, especially women, in the program.

Vi. Use of Educational Institutions

The use of educational institutions for promoting biodigester technology is one of the best
possible options. School children could play the role of motivation worker.

Vii. Involvement of Women in Biodigester Program

In the rural areas of Pakistan, women have traditionally shouldered the responsibility of
managing the domestic energy requirements for their families. Women carry out fuel wood
collection and they thus have an intrinsic and symbolic relationship with the surrounding natural
resource system. Cooking fuels are derived predominantly from biomass resources like wood
and crop residues.

The role of women could be enhanced by involving village women as decision makers in the
program and by employing women staff as motivators. Women development offices can play an
effective role in mobilizing women in the program. Women should be involved in the planning
process, as decision makers for adopting the technology and for selecting appropriate sites for
biodigesters. As primary users, women should be made familiar with the function of the
biodigester; the proper method of feeding dung and water; the procedure for removing water
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from the pipeline; methods for cleaning stove components and minor repairs like the
replacement of washers.

In light of the potential role of women in the biogas program, it should be well understood that:

1 Motivation is most effective when local village women can be used for motivating others to
adopt the technology;

1 Involvement of women would be high if undertaken through village level institutions,
however, instead of creating new institutions; focus should be on utilizing existing
institutions.

C. Motivation Focus

The motivation focus could be on individuals or on institutions. In the first case, the motivation
programme may focus more on the individual beneficiary, rather than the community or a
village. 1t is the individual farmerds responsiob
construction agency if they want to install a biodigester. Similarly, in case of any problem with a
biodigester, the responsibility of informing the installer lies with the beneficiary. This approach

wor ks wel | where the installer relies | argely or
about the technology. The main advantage of focusing on the individual beneficiary is that a

farmer is likely to get a biodigester installed only if he/she genuinely requires it and not for

reasons such as availing the subsidy. Thus the beneficiary has a stake in his/her device and is

likely to maintain it better.

In the second case, emphasis is put on motivating local level institutions or strengthening the
existing ones, and utilizing them for the biodigester program. While it is known that ultimately
biodigesters have to be installed and maintained at the level of households, there are several
advantages in creating village level institutions and implementing the program through them.
Firstly, motivation and beneficiary identification are easier if an institution comprising members
of the | ocal communi ties are involved in the
participation in the program if there is an institution operating at the local level. Secondly, the
task of developing and managing a local repair and maintenance network is simpler if an
institution already exists. However, creating and ensuring the sustainability of such institutions
requires a large investment in terms of time and efforts. It is feasible to create these if they can
be involved in a number of other development programmes.

In the case of Pakistan, a combination of the two approaches will be best suited. The
programme should target to focus on individual as well as village level institutions based upon
the specific site conditions. However, existing institutions should be strengthened rather than
creating new ones.

Topic-2: Prerequisite for Technology Promotion

2.1. Private Sector Development

Private sector development should be viewed as a means to develop a more productive and
efficient economy and to increase the economic participation of the population. In the case of
production and use of biogas and bio-slurry in Pakistan, the objective should be to let the biogas
sector develop by using the internal forces of demand and supply and by reducing external
driving forces such as centrally planned production targets and subsidization in the long run.
However, the immediate or short term driving force should be external, like subsidy. A condition
for a successful privatization process should be that there are checks and balances between
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countervailing powers, because that dismisses the government sector from the need to
intervene.

2.2. Support Services/Incentives to be provided to Potential Farmers

A package of technical and financial incentives should be developed to promote biodigester
technology among the rural masses in Pakistan. One of the means to be created to extend
financial assistance is an investment subsidy for the beneficiaries. In addition to this,
institutional credit from banks, co-operative societies etc. will be made available to the
beneficiaries to facilitate the users to adopt the technology. The financial mechanism influences
the program coverage, the beneficiary profile, the follow up and maintenance and most
importantly, sustainability of the program. The following incentives could be proposed to be
provided by the biogas programme:

a. Subsidy (Investment Rebate)

The programme will provide an investment rebate of some amount to households to motivate
the farmers to install a biodigester during the initial phase of the programme. The incentive
structure should be designed to cover a substantial part of the installation cost, e.g. about one
third of the construction cost for smaller biodigesters. A flat rate subsidy will encourage small
farmers to install biodigesters, since small farmers cannot afford biodigesters if they have to
incur the full cost. Since the program will have substantial environmental and health benefits,
especially for women, the subsidy is justified.

b. Credit through Bank

Financing biodigesters through commercial and development banks is quite an established
practice in other countries. A designated lead bank can coordinate loan facilities. At the central
and provincial levels in Nicaragua, banks or micro-finance working in the grassroots sector
could be motivated and mobilised for overall coordination of this sector.

c. Credit through village level institutions

In the wake of difficulty in obtaining bank loans, it is increasingly important to mobilize other
sources of finance at the village level. This can be promoted through village level funding
institutions. Organizations, which have strong grassroots presence and those implementing their
programs through village level institutions, could be able to initiate village level credit
mechanisms. This could for example be linked to other initiatives, such as milk collection
centres.

d. Technical Backstopping

With a view to enhance knowledge of users on proper biodigester operation and minor repair &
maintenance works to ensure that the installed biodigesters function without any trouble,
different training programs are proposed by the program. One day operation and maintenance
trainings for the users will be organised immediately after the installation of biodigesters.
Likewise, follow-u p/ r ef resher userds training wild/l a
the users. Technicians from the biogas programme will frequently visit the biodigester to assess
its performance and solve minor problems, if any. The users can lodge requests/complaints in
the biogas programme for required technical assistances.

e. Guarantee and After-sales-services

Guarantee is enforced to ensure that the installer provides required after-sale-services and
safeguards the interest of the users leading to good functioning plants in operation with satisfied
and positive users. Guarantee duration for the construction work could vary from a year to five
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year since the hand over date. After sales service requires the biodigester company or mason

teams to thoroughly monitor the biodigester upol
to sign on the Guarantee Certificate granted to the household by the company or mason-team

on the hand over date.

The aim of after-sale-services is to have good functioning plants in operation with satisfied and

positive users, leading to farmer-to-farmer motivation. After sale service requires the biodigester
company or mason teams to thoroughly monitor th
on Guarantee Certificate granted to household b
over date.

If the biodigesters have any trouble, and the company or mason team does not send a
technician for trouble shooting or for operation instruction to household heads, then household
heads can inform the biogas programme by telephone or letter. As soon as the biogas
programme receives the information, this office will react immediately to the problem.

For every biodigester constructed, some amount will be deposited by the construction company
on a special biogas programme bank savings account. This amount will be repaid to the
company or mason team if there are no problems with the plant after the warranty period has
expired. If the company does not execute the necessary repair work though, PBN will use the
deposit amount to repair the biodigesters and will terminate the contract with that company or
team.

f. Research and Development
Research and development activities will be focused on the following 4 points:

1 Research to improve the existing biodigester model: design, materials, installation and
construction techniques, operation techniques, methods to maximize the use of the
biodigester and the slurry, in order to improve the quality of biodigesters and to cut costs.

1 Diversification of end-use application of biogas and bioslurry for productive uses.

1 Research on and improve on the biodigester development strategy, including marketing and
promotion and the support to companies.

1 Measure and evaluate the effect of biodigester dissemination on individual households and
communities.

2.3. Extension

Where promotion relates to activities to be undertaken before the construction of a biodigester,

extension is focussed on activities - apart from after sales service - needed after installation.

Proper training of especially female users on operation and maintenance does not only benefit

the users but also the biodigester masons in reducing their workload in after sales. Use of
biodigester effluent has to be anintegralpart of the plantés overall L
conduct research on how the effluent use can optimise the benefits of the digester. Extension

materials have to be developed and distributed while agricultural extension staff needs to be

trained on the most beneficial effluent use.

Connection of a toilet to the biodigester is most advisable to improve the hygienic conditions of
the households. In case the farmer would reject the connection of a toilet presently for cultural
reasons, the possibility for connection shall remain open by providing a second inlet pipe during
the construction. Before recommending latrine attachment, existing practice of defecation
should be given due care. The defecation practice can be categorised in the following three
groups:
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1. Households without latrines, who defecate in open spaces, agricultural lands, jungle and/or
stream banks

2. Households with temporary latrines (latrines of sub-standard quality), from which the
defecation is drained into the water courses or sludge from septic tank is dumped in water
course of open spaces

3. Households with permanent latrines (latrines of good quality), from which defecation is
conveyed to improved sewer system or managed in well-managed septic tanks

Latrine attachment could strongly be recommended in the first two cases as the defecation will
ultimately be drained to the agricultural lands or water bodies and the potential risk of health
hazard to the people is very high. If defecation is fed into the digester the risk is reduced to 90-
95% in these cases. As high as 99% of the bacteria presented in defecation will be killed during
the process of digestion (dilution and adverse environmental condition inside the digester).
Similarly, 100% of the fungi will be killed as these pathogens only survive in aerobic condition.
Protozoa presented will also be killed to a greater degree. However, the presence of virus is still
guestionable and it needs further research. However, for the households those fall in the third
category, latrine attachment should not be encouraged. When latrines are attached to the
biogas plant, safety mechanisms should be in place while handling the bioslurry. The best way
is to dry the bioslurry before using in vegetable gardens.

Latrine-attached biogas plants hence do not add risk to human health because of the
presence of pathogens in it.
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Self-Assessment Questions for Participants i Module-1

The participants of the training should assess themselves at the end of the training sessions
designed for this module. The following probe-questions could be used as guidance for self-
assessment process:

SN Self-Assessment Questions

1 What will be the effects of (i) temperature, (ii) pH, (iii) total solid (dilution factor) content,
(iv) mixing quality, (v) carbon-nitrogen ratio, (vi) HRT and (vii) over and under-feeding
on the production of biogas?

2 What are different types of inputs that can be fed into a biodigester and explain their
merits and demerits?

3 Explain different types of biodigesters and their comparative advantages.

4 Describe various components of a floating drum biodigesters. Explain their purposes.

5 How does a floating drum biodigester works? How is it different from a fixed dome
plant?

6 What are comparative advantages and disadvantages of floating drum biodigester over
fixed dome biodigester?

7 Explain comparative advantage and disadvantages of FYM and bioslurry.

8 Explain pre-requisite for the selection of biodigester.

9 What do you mean by the term HRT and how does it affect the selection of size of a
biodigester?

10 | State the type of construction materials needed for constructing a floating drum
biodigester.

11 | Describe some of the challenges in promoting biodigester technology in Pakistan? What
are effective promotion tools?

12 | Explain major unique-selling points for marketing biodigester technology in Pakistan.
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Module- 02: Supervision of Construction of Civil
Structures
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Introduction

a. Title: Supervise the construction of the civil structures of a floating drum biodigester

b. Aim: The aim of this module is to ensure that the participants: (a) acquire hands-on-
experiences on construction of different structural components of floating drum biodigesters, (b)
realise the importance of quality assurance, and practice quality norms while construction, and
(c) supervises construction of biodigester as per set standards

c. Duration: Total i 128 hours; Theory i 20 hours; Practice i 108 hours
d. Competency Standards
The following competency standard is covered under the framework of this module:

1. Standard 6: Supervise the construction of civil structural components of a floating drum
biodigester

e. Learning Outcomes

After completion of this module the trainees will be able to:

Supervise the construction of digester of floating drum biodigester

Supervise the fabrication and installation of floating gas holder (mild steel drum)
Supervise the construction of outlet/ hydraulic chamber

Supervise the construction of inlet and mixing tank

Supervise the construction of slurry collection and composting pit

Describe the importance of quality assurance

Ensure that the masons/technicians practice quality norms during construction
Describe the roles and responsibilities of a technical supervisor

Ensure that occupational health and safety measures are practiced properly

10 Conduct routine quality control visits and manage data properly

©CeNoGhk~wDdNE

f. Formative / sessional assessment at the end of the module
The following are the most appropriate assessment methods to gather evidence to evaluate the
learning of participants for this particular module.

1 direct observation, for example:
0 observation of the performance during on-the-job training
| structured activities, for example:

o0 simulation exercises/role-plays for assessing understanding occupational health and
safety during work
1 questioning, for example:
0 written questions
0 interviews
0 self-assessment
o verbal questioning
o0 oral or written examinations
T portfolios, for example:
o0 collections of work samples compiled by the candidate
0 product with supporting documentation
o0 historical evidence
o information about life experience
q review of products, for example:

60



0 products during on-the-job exercise

o work samples/products

third party feedback, for example:

0 testimonials/reports from employers/supervisors

evidence of training

0
0 authenticated prior achievements
0

interview with employer, supervisor, peer

The following assessment instruments - the documented questions/assessment activities
developed to support the selected assessment method/s used to collect the evidence of
candidate competence could therefore be used:
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oral and written questions

observation/demonstration checklists
candidate self-assessment guides

recognition portfolios/workplace portfolios

simulation activities

definition of relevant workplace documents

evidence/observation checklists

checklists for the evaluation of work samples

The following table summarises learning units for this module and formative assessment
guidelines:

LEARNING UNIT

FORMATIVE ASSESSMENT

SCHEDULED
DATES

. Supervise the construction of digester
. Supervise the fabrication and

installation of gas holder

. Supervise the construction of outlet/

hydraulic chamber

. Supervise the construction of inlet and

mixing tank

. Supervise the construction of slurry

collection and composting pit

. Describe the importance of quality

assurance during construction

. Ensure that the masons/ technicians

practice quality norms during
construction/ installation
Describe the roles and
responsibilities of a technical
supervisor
Ensure that occupational health and
safety measures are practiced

10. Conduct routine quality control visits

and manage data properly

. What do you understand by the

term O0-bay 6 ?

. What are critical factors that need

to be considered during the
construction of a floating drum
digester?

. What needs to be taken care of

while fabricating and installing Mild
Steel floating drum as gas holder?

. What is the common cement sand

ratio for normal plastering of outlet
and inlet walls?

. Describe the benefits of compost

pits.

. Why quality assurance is needed

during the construction/installation
of biodigester?

. Why are the quality control visits

made? What should be the
frequency of quality control visits
during construction of civil
structural components?
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Outline of Learning Units for Module-2
Learning Units 1, 2,3,4and 5

Unit 1: Supervise the construction of digester of floating drum biodigester
Unit 2: Supervise the fabrication and installation of mild steel gas holder

Unit 3: Supervise the construction of outlet/ hydraulic chamber

Unit 4: Supervise the construction of inlet and mixing tank

Unit 5: Supervise the construction of slurry collection and composting pit

Topic-1: Layout and Construction of Digester

11

Layout Works

Construction works of biodigester starts with the process of layout works. This is the activity
carried out to mark the dimensions of plant in the ground to start the digging work. For this
purpose, first an imaginary line that connects the centres of inlet pipe, digester, manhole and
outlet has to be fixed. Then a small peg has to be stuck in the ground at the centre spot of the
digester. The following steps should be followed:

f

f

Calculate the tentative length and breadth of the space required for the construction of

biodigester as per the available drawings.

Level the ground and determine the locations of the digester, outlet tank and inlet pit and

draw a straight line in which the centres of inlet, digester and outlet will be located (generally

referred as hart-line). Mark with white powder on the centre line for inlet, digester, outlet and

compost pits on the ground so that all are accommodated in the same plane.

Decide the reference level. Fix two wooden pegs 2 m away from the end points of the plant

as reference points during the construction. It is better to assume the levelled ground level

as the reference level. The top of the dome (outer) should exactly be in this level.

Insert stick or wooden peg in the hart-line to mark the centre of the proposed digester pit.

Select the outer radius of the pit (digester diameter plus wall thickness plus plaster thickness

plus space for a footing projection of at least 10 cm) for brick walls and mark it in the rope or

chord. For stone masonry, this 10 cm will also be used as the wall thickness as stone wall

could not be constructed with 10 cm thickness. With the help of this peg and chord prepared

earlier, make a circle, which indicates the area to dig for digester pit.

1 Preferably the inlet of the digester should not be located more than 5 meters away from
the enclosure/cattle shed.

9 Ensure that the bioslurry from the outlet/expansi on chamber f 1l ow i
or the slurry pit/composting pit and NOT into natural water bodies such as rivers to be
avoid the risk of pollution.
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Excavation of Pit

After the layout work is done, excavation for the digester is started.

During the excavation, the pit wall should be as vertical as possible.

The excavated soil should be placed at least 1 m away from the pit so that the soil does not
fall in the pit during the excavation and damage the pit wall due to its self-weight.

If loose soil is confronted during excavation, earth protection works will be required to hold it.
When underground water is encountered, another pit close to it is prepared so that the water

flows down in this pit, from where the collected water can be drained out.
e

The excavation is done up to the depth as shown in the drawing. If the depth of excavation
is more than that in the drawing, avoid refilling the pit with soil and construct the foundation
of the biodigester in the natural untouched soil.

For the excavation of the digester bottom, first of all, locate the inner wall position by
deducting the offset width and wall thickness. Measure the distance from the inner wall
towards the centre of the digester and mark a point. Excavate up to a depth of as shown in
the drawing including the thickness of PCC and Stone soling.

Note: If ground water of Irge tne/bouldés is encountered in the pit during the excavation,
the technical person at the site will give the final advice for further course of action.

1.3

f

Construction of Floor/Foundation of Digester

Prepare the bottom surface/floor of the digester by gently patting and properly levelling it.

Fix a straight iron rod or Gl pipe in vertical position at the centre of the digester. Choose the
length that is enough to cover the top of the digester dome

Select the diameter of the iron rod or the GI pipe sufficient enough to keep the rod straight
when fixed on the ground.

Place a horizontal pole or a pipe across the pit edges so that the vertical rod or pipe can be
secured with it properly.
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1.4

Check the verticality of the rod or pipe when secured with the horizontal pipe using a plumb
bob.

Correct any deviation found to make the rod or pipe vertical.

Constructed base of stone or brick soling of required thickness above the levelled surface.
The stone boulders or bricks should be placed as closely as possible.

Ram the soling layer with a rammer and compact it.

Select the proper size of the rebar as required if RCC is needed in case the bearing capacity
of the soil is low. Usually the floor of 7.5 cm thick PCC is sufficient to withstand the pressure.
Clean, straighten, cut and bend the rebar as per the requirement.

Place reinforcement steel bars on the stone surface and bind them with steel binding wires.
Mix cement, sand and aggregate in the ratio of cement 1: sand 2: aggregate 4 (1:2:4) on a
clean dry surface.

Add water gradually in it to make a uniform concrete mix. The content of water shall not
exceed 50% of the cement quantity used for the mix.

Pour the concrete gently on the stone/brick surface to make the required thickness as
shown in the drawing.

Pull the vertical rod or pipe immediately after the concreting works so that the bottom end of
the rod or pipe touches the finished concrete surface avoiding the fixing of rod or pipe in the
concrete.

Cover the concrete surface with plastic sheet for the night to avoid any damage by the rain.
Remove the plastic sheet on the following day and cover with used jute bags.

Sprinkle water 4-5 times a day for 3 days on the jute bags to keep it wet.

The concrete is allowed to set for 3 days before any work on it could be started.

Construction of Digester Round Wall and Partition Wall

The digester also called as fermentation chamber is a cylindrical shaped well like structure,
constructed using the foundation as its base. The digester is made of bricks and cement mortar
and its inside walls are plastered with a mixture of cement and sand. The digester walls can
also be made of stone blocks in places where it is easily available and cheap instead of bricks.
All the vertical types of KVIC Model of 4 M? capacity and above have partition wall inside the
digester. The following are steps for construction:

1 Immerse bricks in a clean water tank/drum for at least 1 hours for proper soaking.

1 Mix cement and sand in the ratio of cement 1: sand 4 (1:4) on a clean dry surface.

1 Add water gradually to it to prepare a uniform cement mortar. The content of water shall
not exceed 50% of the cement quantity used for the mix.

9 Start constructing the brick laying from the edge (internal radius) towards the offset as
per the designed wall thickness.
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91 Ensure that the thickness of cement mortar in between each layer of brick wall is 10 mm.
The brick joint gap for cement mortar should be in the range of 10-15 mm.

1 Ensure that the brick joints of first layer and the second layer never fall in a vertical line.

1 Check the verticality of the wall with a plumb bob for each layer of the brick wall during
the laying of bricks.

91 Place and fit the inlet pipe (feeding pipe) of 150 mm to 200 mm diameter in the position
when the round-wall is 35 cm high. Ensure that the inlet pipe discharges exactly to the
opposite side of manhole to avoid short-circuiting or bacteria wash-out.

1 When wall reaches 25 cm height, fix outlet pipe. Likewise, when wall reaches 35 cm fix inlet
pipe and toilet pipe if any. The inclination of the inlet and outlet pipes should be more than
60 degrees.

1 The inlet and outlet pipes should be at the centre line of the inlet chamber as shown in the
drawing.

1 The toilet inlet pipe can be on either side of the dung inlet pipe as shown in the drawing.

1 The inlet chamber and the toilet pipes shall be laid close to digester chamber so that the
inlet pipes have adequate slope to avoid any blockages in the pipes.

1 Exactly on the opposite of the inlet pipe, outlet pipe needs to be placed.

T When the round-wall has reached the correct height, the inside wall is plastered with cement
mortar of 1:4 ratio.

1 The brick wall should be sprinkled with water before plastering.

1 Mix cement and sand in the ratio of cement 1: sand 4 (1:4) on a clean dry surface.

1 Add water slowly in it to make a uniform cement mortar. The content of water shall not
exceed 50% of the cement quantity used for the mix.

1 12.5 mm thickness plaster is applied on the inner wall of the digester.

1 The plastered walls should be sprinkled with water 4-5 times a day for curing after 24 hours
of plastering.

1 Central dividing wall is constructed to control the flow of the slurry. This is not necessary in
SD100 plants. As the wall only controls the flow of slurry, it requires not much structural
strength and hence half-brick wall of 10 cm is sufficient.

Topic-2: Fabrication and Installation of Gas Holder (Floating Drum)
2.1  Construction of Deflector Ledge

1 This lodge deflects biogas produced at the sides of the digester towards the gas holder. A
plant without this ledge would lose some biogas.

9 This flat ledge is made to protrude about 10 cm inside the gas holder circumference.

I This ledge can be used as convenient datum from which several important measurements
can be taken
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2.2  Fabrication and fixing of floating drum

The biogas holder drum of the KVIC model is normally made of mild steel sheets. The biogas
holder rests on a ledge constructed inside the walls of the digester well. If the KVIC model is
made with a water jacket on top of the digester wall, no ledge is made and the drum of the
biogas holder is placed inside the water jacket. The biogas holder is also fabricated out of fibre
glass reinforced plastic (FRP), high-density polyethylene (HDP) or Ferroconcrete (FRC). The
biogas holder floats up and down on a guide pipe situated in the centre of the digester. The
biogas holder has a rotary movement that helps in breaking the scum-mat formed on the top
surface of the slurry. The weight of the biogas holder is 8-10 kg/m2 so that it can stores biogas
at a constant pressure of 8-10 cm of water column.

1 To facilitate a stable position of the floating drum on top of the digester, it is necessary to
establish a support frame that guides the drum in its movement. Figure below gives an
example of an external guide frame in which the floating drum can easily move up and
down. It can be made from 3/40 to 166 (20 to
loops connects the top of the gas holder to the frame. This diameter should be smaller than
the pipe in which it fits in the drum. Alternatively, a central guide frame could also be
constructed.

1 The central guide pipe is held by two clamps on cross supports made from 16 mm steel rod,
bolted together with two bolts each. The bends of the cross supports are bent over to
provide proper anchor in the sidewalls of digester. The lower end of the pipe is closed and a
socket is welded in near the bottom. The gas pipe is attached to this socket.

1 The length of central support pipe is about the drum side height to ensure proper support
when the drum moves up and down.

1 A gap of 5 cm is normal between the gas holder and the sides of round wall. When building
the wall above the deflector ledge, it is helpful to use a measuring rod from the central guide
to the walls in order to get the right radius. The length of the measuring rod should be radius
of gas holder plus 5 cm minus radius if central guide.

1 The gas holder is a welded steel member with a steel frame at the open end. It can easily be
fabricated in a mechanical workshop with basic welding facilities. The gas holder is a critical
structure. Any leakage in drum will result in loss of biogas. Hence, additional attention
should be given while fabricating and installing this component.

1 The centre of the drum should be made to rest properly on the central guide pipe so that the
drum does not tilt in any side.

9 Itis better to fabricate the top of the drum with conical shape, about 1:10 slope, to allow rain
water to run off easily. This is made by making the top plate slightly larger in diameter than
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the diameter of the drum, c usidé to thegcenre addvpdlling h a p e ©
the sides it the 6V6 together and wel ding.

1 Scum breaker bars of length L are welded between the radial struts on the bottom frame
and the top plate, at varying radii (R) from the [ | '
central pipe.

i Floating drum should be tested for any possible
leakage prior to painting it by filling it with water.
Any leakage must be corrected with proper welding.

1 Prior to fitting in place it is important that the MS
drum is painted well with good quality paint,
otherwise it will subject to corrosion.

i Good quality steel sheet free form rust and : i
corrosion should be used. Hand cleaning with wire brushes and sand- papers are widely
used, which is not adequate. Ideally the finished drum should be sand blasted to remove all
the grease, rust or millscale (a dark or black layer of blue oxide). This method will give a
paint lifetime of three times longer than that of had cleaned surface.

9 Different types of good quality paints are available in the market. As far as possible a high
pressure airless spray painting method should be used. In this case, the first coat of primer
should be applied as a very thin 6mist coat 6.
Usually, in Nepal drums are sandblasted on the outer sides and then applied with airless
spray painting.

1 The drum should be fitted properly so that it is as vertical as possible.

Topic-3: Construction of Inlet and Outlet Chambers

Inlet and outlet chambers are integral parts of a floating drum biodigester and they need to be
constructed as per set quality norms and standards.

3.1. Construction of Outlet/Displacement Chamber

1 Ensure that the outlet tank is constructed on a slightly higher elevation than the
surroundings so that there are no chances of rain water entering the outlet chamber during
the rainy season.

9 Outlet tank can be circular or rectangular in
shape.

9 For circular outlet, take a cord of length equal
to the radius of the outlet chamber plus the wall
thickness and the plaster.

1 Mark and fix with a wooden peg on the centre
line of the outlet chamber at a distance equal to
the cord length by holding one end of the cord.

1 Attach one end of this cord on the peg and
holding tight the other end move in a circular
path. Mark the circular path with a white powder.

1 Excavate up to a depth (as shown in the drawing) from the ground level.

1 Place the excavated earth safe from the pit edge so that the pit wall does not collapse with
its self-weight.
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Measure specified distance from the outer wall of the discharge outlet towards the centre of
the outlet chamber and mark a point. Excavate up to a depth as given in the drawing
including the thickness of PCC and Stone soling.

Measure the required length from the outer wall of the discharge outlet towards the centre of
the outlet chamber and mark a point. No excavation is required indicating the point where
the outlet discharge ramp ends.

Stone soling of required thickness is laid on the ramp of the outlet chamber. Place the
boulders as close as possible

Mix cement, sand and aggregate in the ratio of Cement 1: sand 2: aggregate 4 on a clean
dry surface.

Add water gradually to it to make a uniform concrete mix. The quantity of water for mixing
will be equal to 50% of the cement quantity used for the mix.

Pour the concrete mix of 7.5 cm thickness above the stone soling.

Brick work on the 2 ends of the outlet ramp is started.

Backfill and compact the space behind the ramp wall properly.

Stone soling of required thickness is done in the remaining part of discharge chamber. Place
the stones as close as possible.

Pour the concrete mix on the stone soling and make a PCC of thickness 7.5 cm.

This PCC will cover the top surface of the 2 brick walls.

Sprinkle water 4 to 5 times a day at least for 3 days on the finished PCC surface the
following day for the curing.

Brick work for the walls of outlet is then started.

Construct the wall till the required height is reached.

Provide overflow opening on the top of the brick wall exactly in opposite direction to the
manhole for the discharge of digested bioslurry to the compost pit.

To cast cover slab, prepare a flat and clean surface for the casting of chamber covers close
to the chamber so that it can be carried to the chamber location without difficulty.

Spread a thin sheet of plastic over this surface to cover the entire cover area of the slabs.
Place these rebar in the frames and bind them with the binding wires.

Pour the mix properly in the frames separately and pat the concrete surface gently so that
the compaction avoids any formation of voids in the concrete.

The thickness of the concrete slab will be 7.5 cm.

Cover the frames with a plastic sheet for the night and avoid any damage by the rains.
Sprinkle water on the slab surfaces with water 4 to 5 times a day for 7 days for curing.
Dislodge the frames from the casted slabs.

Lift the cover slabs to remove the plastic sheets.

Check both the surfaces of the slabs. Any exposure of rebar is exposed to corrosion by the
fumes produced in the chamber. In that case, proper cement plaster should be applied on
both sides of the slabs.
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1 The top of the outlet pipe needs to be about 10cm lower than the top of the reactor wall.
This will guarantee that surplus slurry will leave the reactor as soon as it is full, since the
pressure of the gas will push the surplus through the outlet pipe.

1 The dimensions of the outlet should allow storage of at least a daily amount of feedstock,
since this amount of slurry will leave the system. It is recommended to make the outlet big
enough to store the slurry for a longer period. Table 52 shows possible dimensions.

1 A PVC bend is connected to the end of the outlet pipe to direct the flow to the tank.

3.2.  Construction of Inlet/Mixing Tank

1
1
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The inlet pit is constructed to mix required quantity of animal dung and water.
The layout of this unit is governed by the slope of the inlet pipe joined to the digester.

The inclination of the inlet pipe more than 60 degrees.

This pipe will emerge out of the ground on centre line of the plant.

The inlet pipe level should be 15 cm above the discharge outlet level.

Inlet can be circular or rectangular depending upon the type of mixing device.

Level the ground and complete the layout.

Take a cord of length 12 m and put an ink mark at 3 and 7 m.

First person will hold both the ends of the cord and the second person will hold the 3 m
mark.

The second person will place the 3 m mark on the 1m point on the centre line of the pit and
the third person while holding the 7 m mark will pull the string from the first person and place
it on the ground in such a way that the sides of the triangle formed are 3, 4 and 5 m.

Mark the new location where the 7 m mark touches the ground.

Similar procedure is followed in the opposite side of the pit.

This procedure will help to keep the walls at 90 degrees to the centre line.

Follow the same procedures at the 3 corners.

Excavate up to a depth of 10 cm from the ground level.

Stone is laid on the excavated surface for a thickness of at least 15 cm.

Place the stone boulders as closely as possible.

Plain Cement Concrete (PCC) work is started.
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Pour the concrete on the stone soling for a thickness of 7.5 cm.

Construct the brick walls.

Fix the mixture accessories/mixing device in the inlet chamber. Mixing device can be
horizontal or vertical.

Plaster the inner and outer surfaces with 1:3-1:4 cement mortar.

The following picture illustrates the fixation of mixing device:
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Fig: Installation of Mixing Device

Note: In case of toilet attachment to the plant it is better to construct without siphon or trap as the pan with
siphon needs more water which may result excess water inside the digester. It is also not possible to de-
block the pipe when the toilet has a trap. The toilet should not be farther than 45 degree from the centre
line. Additionally, the toilet pan level should be at least 15 cm above the outlet overflow level.

Topic-4: Construction of Slurry Collection Pit

)l
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The pits are located close to the outlet overflow so that the waste slurry runs freely into the
pits.

The distance between the outlet chamber and the pit is maintained at 1m apatrt.

The size of the compost pits shall have a capacity equal to the plant volume.

Prepare for the layout of the compost pits

Refer the previous marked reference points. Mark on the centre line of the pits at a distance
of 1 m.

Take a cord of length 12 m and put an ink mark at 3 and 7 m.

First person will hold both the ends of the cord and the second person will hold the 3 m
mark.
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The second person will place the 3 m mark on the 1m point on the centre line of the pits and
the third person while holding the 7 m mark will pull the string from the first person and place
it on the ground in such a way that the sides of the triangle formed are 3, 4 and 5 m.

Mark the new location where the 7 m mark touches the ground.

Similar procedure is followed in the opposite side of the pit.

This procedure will help to keep the walls at 90 degrees to the centre line.

Follow the same procedures at the 3 corners of each pit.

The length and the breadth of the pit walls are marked as per the dimensions.

White powder is used for the lay out.

Excavate the pit up to a depth of 1 m.

Immerse bricks in a clean water tank for at least 1 hour for proper soaking.

Brick work is carried out.

The discharge outlet channel is bifurcated in 2 which are joined to 2 separate pits.

The inclination of the 2 bifurcated channels shall be 90 degrees.

Cement plaster work is then done.

Provide fencing across the pits to protect children from injury.

Local available materials can be used for the fencing.

Length and width of the pit can be changed according to the space available without
changing the volume of the pits.

If possible it is better to adopt length:breadth ratio to be 1.5 to 2.

Depth of the pit should not exceed 1 meter (100 cm) due to safety reason.
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Learning Units 6, 7, 8, 9 and 10

Unit 6: Describe the importance of quality assurance during construction

Unit 7: Ensure that masons/ technicians practice quality norms during construction/ installation
Unit 8: Describe the roles and responsibilities of a technical supervisor

Unit 9: Ensure that occupational health and safety measures are practiced properly

Unit 10: Conduct routine quality control visits and manage data properly

Topic-1: Quality Management System
1.1. Rational

Non-functioning and poorly functioning biodigesters cause not only capital waste but also do a
lot of harms and damages to the reputation of biodigester technology and eventually to the
desired future expansion of biodigester program. The satisfied biodigester users usually
become the main and effective promotional tools and extension media for the dissemination of
the technology and vice-versa. And hence, to safeguard the interest of the users, implementing
agencies and donors, it is important that the biodigesters function to the desired level; which is
only possible when the plants are selected, constructed and operated as per the set quality
standards. To ensure the quality of biodigesters, it is important that effective quality control
mechanisms are formulated and enforced efficiently. The quality on training and capacity
building; promotion and extension activities; construction, operation and maintenance of
biodigesters have to be a major concern. As the rate of installation of biodigester will be
increasing year by year, more careful attention has to be paid to ensure the quality. This
increases calls for more effective quality management system in place.

The notion of quality is of utmost important for a Biogas Program which is registered for
receiving carbon revenue. There is need to ensure each and every biodigesters installed
functions as anticipated. Non-functioning biogas plant will pose negative effect at different levels
as follows:

@ At Clientdés | evel
1 Sub-standard quality of product leading to unsatisfied clients,
1 Gossip/negative image,
M Loss of investment,
1 Waste of land and initiative
(b) At Masonds/ constructords | evel
1 Bad reputation
1 Loosing of job,
1 No growth
1 Loss of investment
(c) At Pteeebr ambs
1 Waste of resources
9 Loss of momentum/
9 Slowdown of distribution
1 Set back of the program
1 Drop out of donors
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1 Ultimate failure of Program

A Quality manual that explains the requirements to ensure that the quality standard are
enforced and complied with needs to be prepared and followed strictly. This manual is a
document containing the quality policy, quality objectives, quality control process and
description of the quality system to be practiced under the framework of any biogas programme.
It specifies requirements for Quality Management Systems (QMS) by which any biodigester
programme as follows;

a. Develops and implements a policy and corresponding objectives which take into account
statutory and regulatory/legal and other requirements.

b. Demonstrates its ability to consistently provide product and services that satisfies
customers/stakeholders, and

c. Enhance customer/stakeholders satisfaction through the effective application of the
systems, including processes for continual improvement of the systems and the assurance
of conformity to customer requirements.

The following figure illustrates the general functions required for any national program on
biodigester technology. The concept of quality is associated with each and every function.
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Quality control is increasingly important concern during biogas program implementation. Defects
or failures in constructed biogas plants can result in costs. Even with minor defects, re-
construction may be required and facility operations impaired. Increased costs and delays are
the results. The structured QC system is therefore important for the following main reasons:

To maximize performance, reliability and lifetime of every biogas plant

To maximize the value for money for Biogas customers, donors and the Government
To maximize the potential livelihood benefits to customers and communities

To minimize the risk of accidents or damage to users or property

To maintain the reputation, credibility and value of the Biogas Program in Pakistan

® o0 o0

Quality standards are developed to facilitate the work of quality control. Quality standard is a
framework for achieving a recognized level of excellence within the program. These are
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stipulations of measurable physical properties or characteristics, which materials, equipment or
constructed items must have as a minimum. Achievement of a quality standard demonstrates
that the program activities have met the requirements laid out by a quality control authority. In
general, quality standards are the benchmarks of levels of service or design specification.

Standards, as a rule or principle, are used as a basis for judgment or comparison i whether the
installed biogas plant fulfils the basic requirements. These are statistics that measure changes
or deviations and provides impetus to analyse whether any deviation will have detrimental
effects on functioning. It helps in identifying the level of accuracy in complying the set criteria.

To facilitate effective monitoring for ensuring quality, standards have been developed under.
The quality standards are basically related to the following aspects:

a. Quality standards related to location and size of biodigesters
Quality standards related to the design of biodigesters

c. Quality standards related to construction of structural parts and installation of pipes, fittings
are appliances.

d. Quality standards for the operation and maintenance of biodigesters (after-sale-services on
behalf of the installers and routine O&M on behalf of users)

1.2  Quality Control Process

Any biogas program should realize that Quality Control of the Project Implementation in respect of
construction is the key factor in the success and scaling up of the intervention. The Quality
Control Mechanism is usually divided in 3 levels:

Level 1: Quality at level 1 deals with the quality of preparations made for the plant construction.
It is to ensure that the masons and the supervisors of the Biogas Construction Companies
(BCCs) are well trained planning, layout, construction and operation of the biogas plants in
accordance with the available cow dung on the farm. They should also be well trained in the
selection of proper construction material, construction process and selection of fittings/
accessories to be used on the site. The biodigesters should be constructed in accordance with
the construction details, the measurement/ specifications and procedures detailed in the
construction manual.

Level 2: Level 2 inspection deals with quality of plant construction and its adherence to the
plant design. Quality Control Companies (QCCs) will be engaged to keep a check on the BCCs
as specified below at 3 stages of construction. Trained quality inspector from the QCCs shall
visit the plant construction site at predefined construction stages, complete the Quality
Inspection Forms and submit to the QC authorities. In case of deviation from the designed
dimensions the construction work will continue only after clearance by the concerned authority.
Level 2 inspection is divided in a number of stages as described below.

Stage 1: This inspection shall be conducted after digging of the digester pit and prior to
laying the digester floor. The inspection will include taking of measurements of the excavation
prior to pouring of the plant floor and the inspection of floor pouring exercise to ensure the use
of correct concrete mixture and other material being used.

Stage 2: Second inspection will be conducted during the fixation of floating drum. BCC
shall inform QC authority and the BCC about this date well in advance. The inspection will

75



include checking of digester dimensions, dome foundation and supervision of the installation of
floating drum.

Stage 3 inspection will be conducted on the completion of the plant. This inspection will be
conducted after the internal plastering has been completed and before the initial filling of plant.
It will include checking of all dimensions of plant as specified.

Inspection at 3 stages should be carried out in 100% cases. All the verified points will be
entered in a particular inspection form, signed
One copy will be given to the BCC, one retained with the authority responsible for QC tasks.

Photos and videos at all stages are required to be taken as part of the record. In all cases soft
copy of the photographs and videos are sufficient. Prints are not required.

(a) Farm owner (or farm manager), BCC supervisor and quality inspector should be
present in a photograph taken at each stage,

(b) One photograph of the plant pit with animal shed in the back ground,

(©) One photograph of the completed biogas plant,

(d) One photograph of the electric generator connected to biogas,

(e) One photograph of the milk chiller operating on the farm.

Level 3: Level 3 inspections will be carried out at 5-10% farms built by each BCC. This
inspection will be carried out on the completed plants prior to initial filing and the finished
dimensions shall be verified.

In general, at least five visits to the biodigester house/farm as shown in the flowchart given
below is needed to ensure the complete compliance of the quality standards. However, visit-1
and visit-4 is proposed to be made by the technical persons from BCCs. It is mandatory to
ensure that visit-2, visit-3 and visit-5 are made in all the biodigesters (100%) depending upon
the progress of work in the field. Additional visits may be needed in case the BCCs request for
such visits for specific purposes. The filed visits have to be planned in consultation with
concerned BCCs. For each visits, a standard questionnaire has to be used to collect data and
information from the field. Propose use of monitoring tools and equipment as given in Axnnex-3
need to be made as per the nature and purpose of visit while carrying out the monitoring/quality
control activities.

The following diagram illustrates proposed timeline of such QC visits in general. As mentioned
earlier, it is mandatory for PDBP/RSPN to make at least three visits marked in bold letters.

D 0[1|2|3|4|5|6|é&|é|20 21|22 | é 30 |31 |32 |33 |¢é 40 |41 | ... |45 | é
ay [N \ ) )
" . ~ 7 w
Visit1: Site Survey T ; T _________ ->
and Layout works isit-2: i isits4:
¥ Visit2: U.nder Construction Visit-3: Pre-Filling V_ISItS4' Visits5: General
Inspection (on randomly First Gas + . L
Inspection within a
sampled plants) Final Acceptance Flame month and routine
Inspection monitoring visits at least

once in six moths
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All the inspection findings are then entered into a Dbase; evaluated and monthly feedback
provided to respective stakeholders. Company grading, incentives and penalty, need of training,
revision of manuals etc. are done based upon database output.

Topic-2: Role of Stakeholders, Supervisors and Masons
2.1 Role of Different Stakeholders

Building of a quality biodigester requires good knowledge and skills on the part of the
constructor, the mason, plumber, mechanic and technical supervisor. Good functioning or
performance of a biodigester is associated with the selection of the right size, choosing the right
site for construction, selecting construction materials and appliances that comply with the quality
standards, constructing the components with strict adherence to the quality horms and ensuring
effective operation and maintenance activities i which are the responsibilities of the users,
supervisors and masons. The supervisors and mason therefore have very important roles to
play in the effective functioning of a biodigester. There are different stakeholders at central and
provincial levels to implement various activities related to technology, promotion, extension and
dissemination at various levels. The following are major activities needed to be carried out for
effective promotion, extension and dissemination of biodigester technology:

1 Sector Coordination

1 Operational Issues

1 Promotional Activities (information dissemination, marketing of the product, publication
and distribution of promotional materials)

9 Capacity Building and strengthening including Training of Trainers, Training Masons and

supervisors, training of users etc.

Energy Planning

Subsidy Administration and Channelling

Credit Administration and Channelling

Biodigester Construction and Maintenance

Quiality Assurance/Control

Research and Development

Program Management and Implementation

Monitoring and evaluation

= =8 =4 =4 -8 4 - 9

The major potential stakeholders and their potential role in the dissemination of biodigester
technology in Pakistan are:
1 The existing/potential users:
0 Invest in the biogas installation,
o Carry out operation and minor maintenance activities perfectly
0 Share their views with other potential users to motivate them for biodigester
installation. A satisfied user can be a very good motivator of the technology.

1 Government offices at the central and provincial levels:
o Coordinate activities

0 Integrate biodigester related activities in their routine activities

1 Biogas Program Office
0 Technical, financial backstopping services/advices to district counterparts
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Monitoring and evaluation of the activities
Research and development

Subsidy and credit administration
Coordination of activities

Networking and lobbying

Capacity building and strengthening

O O 0O o o o

9 Biogas Program offices in Provinces/districts
o Implement the activities as stipulated in the implementation document.
Capacity building and strengthening,
Quality control of construction and after-sales services
Registration of completed plants (updating of database)
Registration of guarantee
Research and development
Program management at district level
Program implementation, monitoring and evaluation.
Promotion and extension

O OO o o o oo

1 INGOs/NGOs/CBOs/Functional groups/clubs working at the grassroots level in the fields
of agriculture, forestry, rural development, women development, health & sanitation and
environmental management:

o Promotion and extension of the technology

Organise community level workshops/seminars

Organise and conduct user training

Facilitate operation and maintenance activities

Distribute promotional posters, leaflets etc.

Capacity building of the local users to operate biodigesters optimally

Integrate the biogas programme with their routine programmes

Be instrumental in penetrating to rural needy communities

O OO o o o o

1 Local government bodies at the province, district, and village levels:
o Dissemination of information,
0 Motivating potential users
0 Linking the users to local counterparts

1 Financing institutes including commercial and development banks, cooperatives and
micro-associations, community level saving-credit groups:
o Improve access to the credit if the users need it
o Promotion and motivation

1 Educational institutions/schools
0 Include the topic of biogas technology in their curriculum
0 Make the student aware of the technology and develop students as information
disseminators
0 Organise and conduct training and research activities.

1 Media (radio stations, newspapers, TV stations):
o0 Transmit success stories, interview satisfied farmers
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0 Help in popularising the technology by disseminating information on subsidy and
other incentives being provided by the government.

1 Civil society groups and village key-informant-persons:
0 Motivate the farmers by disseminating factual information related to the benefits
of biogas technology.

9 Private Sector companies/mason groups/local artisans and craftsmen:
0 Marketing of the product/demand collection.
Biodigester construction, repair and maintenance
After-sales-services
Instructions/orientation to the users
Subsidy channelling
Quality control of construction and ASS
Work as the main vehicle for the programme to penetrate to the needy
communities.

O O O 0o o o

2.2 Responsibilities of a Mason

The masonds role is vital in the successful
the major responsibilities of a mason:

Role-1: Promotion and Marketing

1 Contact potential farmers who have enough dung to install biogas and motivate/encourage
potential users to install biogas plants

1 Provide necessary information on benefits of biogas plants to the (potential) users i Never
give false information!

9 Share success stories with potential farmers

9 Distribute leaflets and other promotional materials to potential farmers

Role-2: Construct Quality Plant

1 Help farmer in selecting proper size of biogas plant based upon the availability of feeding
materials

1 Ensure that the quality standards of construction materials and appliances are properly

complied with the set standards

Strictly follow design and drawing as provided to them during construction of biogas plants

Comply with Construction Manual while installing the biogas plants

Act upon the instructions and advices from supervisors and other project personnel

Seek help from supervisors in case of any technical or other problems

Take lead role of construction i ensure that the plant is not constructed by untrained person

Show identity card when asked by supervisors

= =4 —a a8 -8 -

Role-3: Provide After-sale-services

1 Provide O&M instruction to users and ensure that the users are provided with minimum
requirement of knowledge and skill to operate various components of biogas plants

1 Conduct routine visits of biogas households for problem solving and plant monitoring

Act upon as early as possible the requests from users

1 Carry out maintenance activities, if needed

=
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T Ensure that instruction bookl et (user gstothenanual
users after the completion of construction

Role-4: General Support

1 Support farmers to receive credit and subsidy from bank, if needed
1 Support supervisors in organising community meeting, technical survey and other QC visits

Role-4: Reporting and Follow-up

1 Ensure timely completion of the work without overloading the users
1 Report progress and difficulties, if any, to supervisors regularly
1 Receive comments and complains from the users and pass them to concerned authorities

The masons have to consider themselves as the users and carry out all the activities to
satisfy the users. They have to remember that SATISFIED USERS will help in promoting
their business.

If the concerned mason/plumber strictly follows the instruction as described in the construction
manual, during the construction phase, the biodigester will function properly with anticipated
efficiency and the owner will get the return of his/her investment. This will encourage his/her
relatives and neighbours to install biodigesters. However, if the biodigester functions poorly,
nobody will be motivated to install one. Poor quality plants will harm the reputation of biogas
technology and will have a serious negative effect on promotion and extension. The masons
therefore should be well aware that good quality plants will help to increase the rate of
installation through the demonstration effect which will ultimately benefit himself, the farmer and
the country as a whole.

2.3 Responsibilities of a Technical Supervisor

The supervisor has a very important role to play in effective promotion and extension of
biodigester technology at the grassroots level. Some of the major responsibilities are highlighted
below:

Role-1: Promotion and Marketing

1 Provide necessary information on benefits of biogas plants to the (potential) users - Never
give false information

9 Carry out technical surveys to identify suitable farmers to
install biogas plants.

1 Share success stories with potential farmers

9 Distribute leaflets and other promotional materials to
potential farmers

1 Integrate the topic on biogas with other routine extension S y
works ] 23 g3

1 Motivate/encourage potential users to install biogas plants

Role-2: Quality Control

1 Ensure that the quality standards of construction materials and appliances are properly
complied with

1 Do not allow untrained masons to take lead responsibly in constructing biogas plants
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Ensure that the mason strictly follow design and drawing as provided to them during

construction of biogas plants

Ensure that the masons comply with Construction Manual

while installing the biogas plants

Carry out routine visits to biogas plants, fill QC forms

correctly

Enter field data and information in the computer database

and act upon the findings

Role-3: General Support, Coaching and Mentoring o
Carefully monitor the work of mason and provide necessary adV|ce and feedback to masons

)l

E ]

as and when needed
Correct the drawbacks, if any, at sites

Support farmers to receive credit and subsidy
Help farmer/mason in selecting proper size of biogas plant based upon the availability of

feeding materials

Ensure that the users are provided with minimum requirement of knowledge and skill to
operate various components of biogas plants

Ensure that i

users after the completion of construction

Role-4: Reporting and Follow-up
1 Ensure timely completion of the work without overloading the users
1 Report progress and difficulties, if any, to higher authority regularly
1 Receive comments and complains from the users and pass them to concerned authorities

Remember,
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Therefore supervisors have to wear different hats at a time. These roles are very important to be
carried out effectively for the successful dissemination of the technology.
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Self-Assessment Questions for Participants

The participants of the training should assess themselves at the end of the training sessions
designed for this module. The following probe-questions could be used as guidance for self-
assessment process:

SN Self-Assessment Questions

1 What are the steps f ofloaticgaumd bicdigestery 61 ay ¢

2 What are the critical aspects of excavating a pit to construct a floating drum
biodigester?

3 What are different mortar/concrete ratios for constructing foundation, constructing
masonry walls of digester, plastering of walls of digester and constructing inlet and
outlet masonry wall of a floating drum biodigester?

4 What need to be taken care while fabricating a steel drum as biogas storage tank?

5 How is the floating gas holder fitted on top of the digester?

6 Why is mixing device needed in inlet tank? How do you fit mixing device?

7 What should be the size of slurry collection pits? Why are they constructed?

8 What happens if quality norms are not followed properly?

9 What should be the frequency of quality control visits to ensure compliance of quality
standards?

10 | What will you do with the data and information collected during the quality control visits?

11 | Describe the roles and responsibilities of a mason?

12 | What are the major roles and responsibilities of a technical supervisor?

13 | What are some of the safety measures that need to be followed while constructing a
floating drum biodigester?
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Module-03: Supervision of Installation of
Pipeline and Electro-mechanical Components
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Introduction

a.

C.
d.

Title: Supervise the fabrication of biogas filter system and installing of pipeline, appliances
and electro-mechanical components

Aim: The aim of this module is to ensure that the participants are acquainted with the
correct methods of fabricating filter systems; installing of pipes and biogas appliances, and
are familiar with different types of gas-filtration systems as well as machine (generators,

pumps, induction motors etc.) to operate with biogas.
Duration: Total - 48 hours; Theory - 16; Practice - 32 hours

Competency Standards

The following competency standard is covered under the framework of this module:

Standard 7: Supervise the

installation of pipeline, appliances and electro-mechanical

components

e.

Learning Outcomes

After completion of this module the participant will be able to:

NooakowdrR

9.

Internalize the process of the installation of pipeline

Supervise the installation of various biogas appliances

Supervise the fabrication/manufacturing and preparation of filtration systems
Supervise the installation of gas filtration/purification system

Supervise the installation of pump and/or generator

Describe importance of quality assurance during installing electro-mechanical components
Guide/mentor the masons/ technicians to practice quality norms during
construction/installation

Describe the roles and responsibilities of a technical supervisor while installing electro-
mechanical components

Ensure that occupational health and safety measures are practiced properly

10. Conduct routine quality control visits and manage data properly

f.

Formative / sessional assessment at the end of the module

The following are the most appropriate assessment methods to gather evidence to evaluate the
learning of participants for this particular module.

1

direct observation, for example:

0 observation of the performance during on-the-job training

structured activities, for example:

o0 simulation exercises/role-plays for assessing understanding occupational health and
safety during work

questioning, for example:

written questions, e.g. on a computer

interviews

self-assessment

verbal questioning

guestionnaires

oral or written examinations

portfolios, for example:

o0 collections of work samples compiled by the candidate

O O O O o o
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o historical evidence
0 information about life experience
review of products, for example:

0 products during on-the-job exercise

0 work samples/products
third party feedback, for example:

0 testimonials/reports from employers/supervisors

evidence of training

0
0 authenticated prior achievements
0

interview with employer, supervisor, peer

The following assessment instruments - the documented questions/assessment activities
developed to support the selected assessment method/s used to collect the evidence of

candidate competence could therefore be used:

1 oral and written questions

1 observation/demonstration checklists

1 candidate self-assessment guides

| recognition portfolios

1 workplace portfolios

1 simulation activities

1 definition of relevant workplace documents

| evidence/observation checklists

1 checklists for the evaluation of work samples

The following table summarises learning units for this module and formative assessment

guidelines:

LEARNING UNIT FORMATIVE ASSESMENT SCHEDULED
DATES

1. Supervise the installation of pipeline What are the critical areas

2. Supervise the installation of appliances that needs special attention

3. Supervise the fabrication/ manufacturing while laying gas pipeline?
and preparation of filtration systems How do you check le

4. Supervise the installation of gas Name common types of
filtration/purification system biogas appliances?

5. Supervise the installation of pump What are different types of
and/or generator filters commonly fitted for

6. Describe the importance of quality gas purification?
assurance during installing electro- Describe the modifications
mechanical components needed in conventional

7. Ensure that the masons/ technicians spark-ignition engine and
practice quality norms during compression-ignition engine
construction/installation to operate with biogas.

8. Describe the roles and responsibilities of What are the major quality
a technical supervisor norms that the technician

9. Ensure that occupational health and has to consider while
safety measures are practiced properly installing pipelines?

10. Conduct routine quality control visits and

manage data properly
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Outline of Learning Units for Module-3
Learning Units 1, 2,3,4and 5

Unit 1: Supervise the installation of pipeline
Unit 2: Supervise the installation of appliances

Unit 3: Supervise the fabrication/ manufacturing and preparation of filtration systems

Unit 4: Supervise the installation of gas filtration/purification system

Unit 5: Supervise the installation of pump and/or generator

Topic-1: Installation of Pipeline and Electro Mechanical Components

11

Installation of Pipe, Fittings and Appliances

1 To ensure required flow of biogas to the points of application, it is necessary to select the
size of pipes keeping in view the length of pipeline and quantity of biogas needed for the
peak hour. Bigger pipes are needed for longer distances and if more gas needs to be
conveyed. For example, if the distance between the gas holder and generator is 30 meters

=a =4 —a -

and the rate of gas flow needed is 25 m* hour ,

t hen

pipe
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following diagram shows the required pipe size for a given length and anticipated rate of

biogas flow.
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Pipeline plays the important role of biogas transportation from the gas holder/ gas storage
tank to the point of use. In the process of transportation the gas pressure drops due to
resistance of the pipeline wall.

The pressure drop due to the pipe resistance is proportional to the length of pipe.

It is also inversely proportional to the diameter of the pipe.
This drop should not exceed the allowable pressure drop.
The gas pipe conveying the gas from the plant to users point is vulnerable for damages by
people, domestic animals and rodents. Therefore, god quality pipe shall be used which must
be, where possible, buried 30 cm below ground level.
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The gas pressure at the point of use should not be less than the rated pressure of the
appliance.
Therefore in cases where long distances are unavoidable the pipe diameter should be
increased to minimize the pressure drop in the line.
As thump rule, the recommended diameters for different lengths of pipes are:

a. For distance of 1-25 meters 0.5 inch diameter

b. For distance of 25-150 meters 0.75 inch diameter

c. For distance of 150-400 meters 1 inch diameter

A properly designed pipeline is one which does not cause a pressure drop of more than 2-3
cm of water column under any circumstances. 5 cm of water column corresponds to 0.075
pSi.

Fittings in the pipeline must be sealed with zinc putty and Teflon tape. Any other sealing
agent, like grease, paint only, soap etc. must not be allowed.

To reduce the risk of leakage, the use of fittings, especially unions, should be kept to a
necessary minimum.

To the extent possible, ball valves or cock valves suitable for gas installations should be
used as shutoff and isolating elements. The most reliable valves are chrome-plated ball
valves. Gate valves of the type normally
used for water pipes are not suitable. Any (di{‘?
water valves exceptionally used must first
be checked for gas-tightness. A U-tube
pressure gauge is quick and easy to to bicgas appliance
make and can normally be expected to ) ’“_—'{f,om aas outlet pipe
meet the requirements of a biogas plant.

The main gas valve has to be installed Tube B -
1 g

‘_’_ Tube A

©568588

close to the biogas digester. Sealed T-
joints should be connected before and
after the main valve. With these T-joints it
is possible to test the digester and the piping system separately for their gas-tightness. Ball
valves as shutoff devices should be installed at all gas appliances. With shutoff valves,
cleaning and maintenance work can be carried out without closing the main gas valve.

No fittings should be installed between the main gas valve and dome gas pipe.

For connecting burners with gas pipeline, use of transparent polyethylene hose pipe must
be avoided. Only neoprene rubber hose of the best quality should be used. As soon as there
is gas production, all joints and taps must be checked for leakage by applying a thick soap
solution. If there is leakage the foam will either move or break.

Install end-use applications such as generator, pumps as per the need of the users. It is
important that the location of pump/generator should be safe i well ventilated and closed
area. For increasing pressure a simple blower or compressor can be installed.
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The biogas coming from the digester is saturated with water vapour. This water vapour will
condense at the walls of the pipeline. If this condensed water is not removed regularly, it will
ultimately clog the pipeline. Hence, a water drain has to be placed in the pipeline.

The position of the water drain should be inclined below the lowest point of the pipeline so
that water will flow by gravity to the trap. Water can be removed by opening the drain. As
this has to be done periodically the drain must be well accessible and protected in a well-
maintained drain pit.

The flowing steps should be followed to install water drain:
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Identify a proper location for the water drain device.

Level the ground and complete the layout.

Take a cord of length 12 m and put an ink mark at 3 and 7 m.

First person will hold both the ends of the cord and the second person will hold the 3 m
mark.

The second person will place the 3 m mark on a point on the ground and the third
person while holding the 7 m mark will pull the string from the first person and place it on
the ground in such a way that the sides of the triangle formed are 3, 4 and 5 m.

Mark the new location where the 7 m mark touches the ground.

Mark 60 cm on the 7 m length from the point 3 m.

Similar procedure is followed at the 3 sides of the pit.

It will then provide a square of 60 cm x 60 cm

To check the square of the pit measure the 2 diagonals with a measuring tape.

If the diagonals found are not equal repeat the lay out.

This procedure will put the walls at 90 degrees.

Mark the square with white powder.

Excavate the pit such that the depth does not exceed 40 cm from the existing ground
level.

No soiling with any material is required.

Brick work is then done.

Once the brick wall reaches a desired height, lay the gas pipes opposite to each other
with a slope of 1:100 from the 2 sides of the pit.

Join the 2 ends of these pipes with a tee with one end facing towards the pit bottom.

The tee should lie in the centre of the pit.

Continue with the brick work until it is 10 cm above the existing ground level.

Cement plaster work is started.

Prepare a flat and clean surface for the casting of water drain pit covers.

Spread a thin sheet of plastic over this surface.

Make one piece for the cover slab.

Plain Cement Concrete (PCC) is started.

Pour the mix properly in the frames separately and pat the concrete surface gently so
that the compaction avoids any formation of voids in the concrete.
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The thickness of the concrete slab will be 10 cm.

Cover the frames with a plastic sheet for the night and avoid any damage by the rains.
Sprinkle water on slab surfaces with water 4 to 5 times a day for at least 5 days for
curing.

Dislodge the frames from the casted slabs.

Lift the cover slabs to remove the plastic sheets.

Carry the slab and cover the pit.

The main purpose of the water traps to trap condensed water and collect it in ensuring
the regular flow of gas from the pipeline. Ideally, the piping system should be laid out in
a way that allows a free flow of condensation water back into the digester. If depressions
in the piping system cannot be avoided, one or several water traps have to be installe